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Limited Warranty

The program and enclosed materials are all provided “as is” without warranty of any kind, either expressed or
implied, including but not limited to the implied warranties of merchant ability and fitness for a particular
purpose. The entire risk as to quality and performance of the program and enclosed material is assumed by you.

Limitation of Remedies

RichComm System Technologies Co., Ltd.’s entire liability and your exclusion remedy shall be replacement of the

media if you have met the conditions as described under “limited warranty.”

In no event will RichComm system technologies Co., Ltd. be liable to you for any other damages arising out of

your use of this program.

All mentioned trademarks are the registered trademarks of their respective owners.
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1~ System Requirement

» A smart UPS have a RS-232 communication interface;

» A computer with one RS-232 serial port and one 10M base-T Ethernet adapter
for initial configuration;

» An available physical connection to an existing network;

> Use in network monitoring. manage UPS and building environment or ancillary equipment extended function(can

select)

NOTICE:Please read this manual before setting up the Netmatell Mini.
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2 ~ UPS network remote monitoring and manage mimetic diagram
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3 ~ Netmatell Mini Interface and installation

3.1. Netmatell Mini Interface

Netmatell Mini (External)

Netmatell Mini CInternal)

» P:: Power guiding light;

» R:: Run guiding light, normal working when the green light is twinkling state;

» E:: Equipment state guiding lights ,the green light often lights when the equipment is connecting,the
red light ficker when the equipment disconnection;

» RS232:: The RS232 serial communication interface(or PPP communication interface)be used to
configure parameter;

» RS422: RS422is used to extend inspect control environment or other equipments;

» LAN:: Interface of UTP 10/100M RJ45 Ethernet;

3.2, Install Netmatell Mini
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9F/9F cabl
- /SF cable Netmatell >
=\
/AN
9F/9F cable M cable U
- Netmatell p
RN s
/A B\

Please connect the computer, Netmatell Mini and the UPS as in the above
drawing . Connect the serial port of the computer and the RS232 serial port of the
Netmatell Mini with the 9F/OF RS232 communication cable;Connect the 9F/9F
RS232 communication cable to the serial port of the UPS and the other to the
DEVICE port of the Netmatell Mini. (The cables are supplied in the packaging of

Netmatell Mini). Besides, use a utp to link the Netmatell Mini entering network.

4 ~ Configure Netmatell Mini

The Netmatell Mini Configure way has three types, they are serial port
terminal configuration . Telnet remote network configuration and
passing builtin Web configuration. Following we introduces three kinds of

the configuration.
4.1, serial port terminal configuration

Serial port configuration that we introduce mainly how to use super terminal.
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ETETER

when the first time deploys Netmatell Mini,because of the network condition
not knowing, can not thought the web to configure ,so must use Serial port

configuration.

4.1.1. Log in Netmatell Mini

Open the Super Terminal,, as follows:

@ System Toaols
‘W) Address Book

—

Calculator

Command Prompt

3 J’ ’ Administrator

! Internet __} My Documents
Internet Explorer
. b My Recent Documents
u gla E-mail

Outlook Express

Motepad

Paint

Program Compatibility Wizard

Remote Desktop Connection

% My Pictures Synchronize

gFreceswB@

@ SetProgram Access and Defaults
I'@ Tour Windows XP B Windows Catalog

ﬂ Windows Update
Windows Media Playg

& Tour Windows XP

I£ windows Explorer
A4 wordrad

HyperTerminal

rﬁ ACCEsSOries fﬁ Communication:

s
2 |

N %
Command Prompt I Games 3 g & Network Connections o
oy, . ) Connects to other computers, Internet telnet sites, b
@ Files and Settings Tr [@ Startup i’ 2 Network Setup Wizard board systems, online services, and host computers u
Wizard [@ WinRAR b New Connection Wizard either @ modem or a null-modem cable.
-

o P ‘.l," ¥
@ Internet Explorer <2 Wireless Network Setup Wizard g

@ CQutlook Express

@ Windows Movie Makell ¢, Remote Assistance
@ Windows Media Player

P
‘k Remote Desktop Cor
@ HyperTerminal

All Programs B @ Windows Movie Maker

g Log Off Turn Off Computer

| 73 start & =

As required to set up one name,as follows:
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EEETER

"+ New Connection - HyperTerminal

Call Transfer Hzlp
~|
Connection Description
Enter a name and choose an icon for the connection:
MName:
a |
lcon:
=
2
£ (1] >
Disconnected Auto detect Auto detect SCROLL CAPS LM Capture Print echc

,".-!‘ start e - & Mew Connection - Hy...

Select one serial port which connect the Netmatell Mini and the computer com port ,as follows:
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EEETER

W———_—lzﬂﬁﬂzl

File Edit Mew Cal Transfer Help

[

Connect To

&

Enter details for the phone number that you want to dial:

Country/region: | =rina (26

Area code:

Phone number: | |

According to Netmatel Imini

RS232 serial port and set
%ﬁe Winsock) the computer to choose the
serial port connection.

Connect using: |COM1 Pl .

o
A 4

|

4 11l | 3
Disconnected Auto detect Auto detect SCROLL CAPS. |'Num | Capture | Printechc

& 0 - HyperTerminal

Configure this serial port,as follows:

10
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ETETER

E COM1 Properties
_|: Port Settings |
B -
Bits per secand: |5=EI]'|} V|
Data bits: |E. v|
Party: |None v|
Stop bits: |1 v|
Flow contral: |None v|
[ ok [ cance |
e
£ 11l ¥
Disconnected Auto detect | Auto detect SCROLL CAPS, | NUM | Capture | Printeche

Please according to the drawing to configure the serial port.And press the button to bu sure.lt will open the
following drawing:

)

Verzion:netmatecfg verl.® CVS Source Ver:$Revision: 1.2 %
Iilpdqlte date:Nov 20 2003 14:06:41 IP:192.168.0.100

ogin: _

In this window, you need input the user name and the password ( leaving the factory: user name: admin;
password: admin),it will show the Netmatell Mini maily configure menu,as follows:

11
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/>

login: admin
Password:

Exit Setup

.Network configuration
HMS configuration

.Trap host configuration

.Sys start configuration

N~

Please enter your choice:

Version:netmatecfg verl.@ CVS Source Ver:$Revision: 1.2 $

Update date:Nov 20 2003 14:06:41 IP:192.168.0.100

Ippowerpro server configuration

.Sug date and time configuration

At“Please enter your choice:”inset the serial number and enter it. It'll list the Netmatell Mini configure menu in the

super terminal.

4.1. 2. network configuration

In Netmatell Mini maily configure menu ,where the “Please enter your choice:
the Netmatell Mini network configure menu,as follows:

5.5z start configuration
6.Sys date and time configuration
Please enter your choice:1

Sustem NET Configuration:

IPADDR:192.168.0.100
GATEWAY:192.168.0.2
MASK: 255.255.255.0
SHTP zerver 1:0.0.0.0
SHTP =zerver 2:0.0.0.0
DNS server 1:0.0.0.0
DNS =erver 2:0.0.0.0

=

Exit Net configuration
Set System ip

set Svstem gateway

Set System mask

Set SNTP server 1

Set SNTP =server 2

Set DNS server 1

Set DNS server 2

. Test Network status{ping)
please enter vour choice:

O = O LR P L0 D e

DOS prompt inset 1,you can enter

This menu show the Ipaddr ,gateway ,mask which is the Netmatell Mini network configuration,and some about the

serial number to be the system NET configuration.
1.: Modify the Netmatell Mini IP address,, as follows::

12
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I, Set DNS server ?

8. Test Network status(ping)
please enter vour choice:1
Please enter IP:172.16.0.20
Sustem NET Configuration:

IPADDR:172.16.0.20
GATEWAY:-192 .168.0.2
HASK - 255 .255.255.0
SNTP server 1:0.0.0.0
SNTP server 2:0.0.0.0
DNS =server 1:0.0.0.0
DNS server 2:0.0.0.0

Exit Net configuration
Set System ip

Set System gateway

Set System mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1

Set DNS server 2

. Test Network status{ping)
please enter your choice:

D=JhLNS W=

2: Modify the Netmatell Mini gateway,, as follows::

1. Set DNS server 2

8. Test Network status(ping)
please enter your choice:?
Please enter Gateway:172.16.0.254
System NET Configuration:

IPADDR:172.16.0.20
GATEWAY:172.16.0.254
MASK : 255.255.255.0
SHTP server 1:0.0.0.0
SNTP server 2:0.0.0.0
DNS =zerver 1:0.0.0.0
ONS server 2:0.0.0.0

Exit Net configuration
Set System ip

Set System gateway

Set System mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1

Set DNS server 2

. Test Network status(ping)
please enter vour choice:_

W= WNIE

3: Modify the Netmatell Mini sub mask,, as follows::

13
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7. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:3
Please enter mask:255.255.0.0
Svustem NET Configuration:

IPADDR:172.16.0.20
GATEWAY:172.16.0.254
MASK:255.255.0.0
SNTP server 1:0.08.0.08
SNTP server 2:0.0.0.0
DNS =server 1:0.0.0.08
DNS server 2:0.0.0.0
Exit Net configuration
Set System ip
Set Svstem gateway
Set Sustem mask
Set SNTP server 1
Set SNTP server 2
Set DNS server 1
Set DNS server 2
Test Network status(ping)
please enter your choice:

CO‘-JU'\U'IH‘-UJMH@

4.: Set the IP of the main time server, the time server is used to modify Netmatell Mini system time,as follows:

1. Set DNS server 2 )

8. Test Network statusiping)
please enter vour choice:&
Please enter SHIP server 1 IP:172.16.8.1
Svustem NET Configuration:

IPADDR:172.16.@.20

GATEWAY:172.16.0.254

MASK :255.255.0.0 s
SNIP server 1:172.16.0.1

SHTP server 2:0.0.08.0

ONS server 1:0.0.0.0

DNS server 2:0.0.0.0

Exit Net configuration
Set System ip

Set Svstem gateway

Set System mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1

Set DNS server 2

Test Network status{ping)
Dlease enter vour choice:_

D~ S

5.: Set the ip address of the second time server, as follows:
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6.:

1. Set DNS server 2

8. Test Network status(ping)
please enter your choice:5S
Please enter SNTP server 2 IP:172.16.8.112
Sustem NET Configuration:

IPADDR:172.16.0.20
GATEWAY:172.16.8.254
HASK:255.255.0.0
SNTP server 1:172.16.8.1
SNTP server 2:172. lE n.112
DNS server 1:0.0.0
DNS server 2:0.0.0. ﬂ

Exit Net configuration

Set System ip

Set Svstem gateway

Set Svustem mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1 %
Set DNS server 2

Test Network status(ping)

please ‘enter vour choice:

CO‘-JOHU'IH‘-UJMHE

Set the ip address of the main DNS server, the DNS server is used to domain name service,as follows:

1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:6
Please enter DNS server 1 IP:172.16.0.1
System NET Configuration:

IPADDR:172.16.0.20
GATEWAY:172.16.0.254
HASK : 255.255.0.0
SNTP server 1:172.16.0.1
SNTP server 2:172.16.0.112
DNS =server 1:172.16.0.1
DNS server 2:0.0.0.0

Exit Net configuration

Set System ip

Set Svstem gateway

Set System mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1

Set DNS server 2

Test Network status{ping) Q
please ‘enter your cholice:

Cﬂ--JG"ﬁf.J'Iﬂ'-l'JJI\JI'—"E

7.: Setip address of the second DNS server ,as follows:

15
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1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:?
Please enter DNS server 2 IP:172.16.8.112
Svustem NET Configuration:

IPADDR:172.16.0.20
GATEWAY:172.16.0.254

HASK:255.255.0.0

SNTP server 1:172.16.8.1
SNTP server 2:172.16.8.112

DHS server 1:172.16.08.1
DNS server 2:172.16.0.112

Exit Net configuration

Set Sustem ip

Set System gateway

Set Sysztem mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1

Set DNS server 2 %
Test Network status(ping)

please ‘enter vour choice:_

Cﬂ-‘-—Jﬂ'ﬁf_ﬂﬂ"D}MH@

8.: Use “ping” command to test the network state, as follows:

8. Test Network status{ping)
please enter vour choice:8
Enter IP or host you want to ping:17/2.16.0.127

fuuuuuuuun-nnnuuuuu Stﬂrt plng uuﬂnnnuuuuuuuunnn-ﬂuuu}r

Haiting for child 29
PING 172.16.0.127 (172.16.0.127): 56 data bytes
64 bytes from 172.16.8.127: icmp_ seu=q%ttl=123 time=20.0 ms

--- 172.16.8.127 ping statistics -—-
& packets transmitted, 1 packets received, 755 packet loss

round-trip minfavao/max = 20.0/20.0/20.0 ms

fﬂﬂ-ﬁ*ﬂﬂﬂ-ﬂ-ﬂ-ﬂ-ﬂﬂﬂﬂh** End HHHHHHHHH**II-HHH-HHHHHJI;

Sustem NET Configuration:

IPADDR:172.16.0.
GATEWAY:172.16.0.

MASK : 255.255.0.

SHTP server 1:172.16.0.
SNTP server 2:172.16.0.
DHS server 1:172.16.0.
OHS server 2:172.16.0.

)
ol
n
12

2
2
1
1
1
112
Exit Met configuration
Set System ip

Set System gateway

Set System mask

Set SNTP server 1

Set SNTP server 2

Set DNS server 1

Set DNS server 2

Test Network status{ping)
please enter your choice:_

mﬂmmbmm:—-m

0.: Quit network configuration, enter main configure menu, as follows:
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OQMJU‘\U'IF“Q}MI-"E

B.Exit

SNTP
SNTP

server 1:172.16.0.1
server 2:1?2.16.3.%12

DNS server 1:172.16.0.
DNS server 2:172.16.08.117

Exit Net configuration
Set Svustem 1ip

Set Sustem gateway

Set Svystem mask

Set SNTP server 1

Set SNIP server 2

Set DNS server 1

Set DNS server 2

Test Network status(ping)

Setup

nlease enter your choice:D

1.Metwork configuration

2_.HMS configuration

3.Trap host configuration

L. Ippowerpro server configuration

2.5ys start configuration

6.5v=s date and time configuration
Please enter vyour choice:_

4.1.3+ NMS configuration

In Netmatell Mini maily configure menu ,behind the “Please enter your choice:” DOS prompt inset 2,you can

enter the Netmatell Mini

NMS configure menu, as follows:

0.Exit

Entrv

0.

SO OO =L &~ LMD =

This menu

right. Behind the “Please enter your choice:” DOS prompt inset the serial num, you can configure it, as follows:

Setup

please enter vour choice:B

1.Network configuration

2.NMS configuration

3.Trap host configuration

4.Ippowerpro server configuration

5.5ys start configuration

6.5ys date and time configuration
Please enter vour choice:2

IP Address Community String Access

EEEEGEEEE

E
E

CcocoooooD
GEEEGGG‘
@ESE&EE

=

=

0.0 RO

0.0 RO

Exit NMS zetup

Please enter your choice:_

include ten network management system state,contain IP address community String and access

17
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“5 1-9600 - HEEESE RS -
IEHE SRBE) EFEN FND SR JERhH
-l

Entry IP Address Community String

SO D@
PO E®
coonooEEo®
PR E®®

9.

SO O IR O

Fxit NMS setup
Please enter vour choice:1

IP ADDRESS: n.0.0.8
Community string:
Access: READ OHLY

Exit HMS Setup

Change NMS IP Address

Change NMS Community string
Change NMS Access priviledges
Please enter vour choice:_

&'.DI'\JI—*@

Access
RO
RO
RO
RO
RO
RO
RO
RO
RO
RO

BEEH 15as7 BERll  [peonent [SCROLL (GRS wum [E[ETED

é

This menu show the network management system state, and some about the serial number to be the NMS

configuration.

1.: Set IP address of the NMS, as follows:

a. Exit NMS setup
Please enter vour choice:1l

IP ADDRESS: 0.0.0.0
Community string:
Access: READ ONLY

Exit NMS Setup

Change NMS IP Address

Change NMS Community string
Change HMS Access priviledges
Please enter your choice:1l

Please enter ip address:172.16.6.112

WMI—*E

IP ADDRESS: 172.16.08.112
Community string:
Access: READ OMLY

Exit NMS Setup

Change NMS IP Address

Change NMS Community string
Change HNMS Access priviledges
Please enter your choice:

WMI—*E

2.Modify the community string of the NMS, as follows:

18
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3. Change NMS Access priviledges
Please enter vour choice:1
Please enter ip address:172.16.0.112

IP ADDRESS: 17/72.16.08.112
Community string:
Access: READ ONLY

Exit NMS Setup

Change NMS IP Address

Change NMS Community string
Change HMS Access priviledges
Please enter your choice:?

Please enter new commnuity:PUBLIC

WMI—*E

IP ADDRESS: 172.16.08.112
Community string: PUBLIC
Access: READ ONLY

Exit NMS Setup

Change HMS IP Address

Change NMS Community string
Change NMS Hccess priviledges
Please enter your choice:_

WMI—*E

3.: Modify the access right of the NMS, as follows:

3. Change NM5 Access priviledges
Please enter your choice:2
Please enter new commnuity:PUBLIC

IP ADDRESS: 172.16.8.112
Community string: PUBLIC
Access: READ OMNLY

%
Exit NHMS Setup
Change NMS IP Address
Change NMS Community string
Change NMS Access priviledges
Please enter your choice:3

wrae o

IP ADDRESS: 172.16.0.112
Community string: PUBLIC
Access: READ/YRITE

Exit HMS Setup

Change HMS IP RAddress

Change NMS Community string
Change NMS Hccess priviledges
Please enter your choice:_

W=

Etner 1 for "Read/Mrite” ,other for "Read only™:1

0.: Quit the NMS configure menu, enter the NMS main configure menu, as follows:

19
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1P
Community

Exit NMS
Change HNM
Change HNM
Change HNM
Please enter your

Entry IP A
172.

CQMI—"'E

EEEEEEEE
EESEEEES

0.0,
Exit N
Please enter vour

EE'\DWHU\MF“WMI—“

ADDRESS : 172.16.9.112
string: PUBLIC
Access: READ/WRITE

Setup

S IP Address

S Community string

S Access priviledges

choice: 0

ddress Community String Hccess
16.0.112 PUBLIC RW
.06.0 RO
0.0 RO
6.0 RO
6.0 RO
0.0 RO
0.0 ™ RO
0.0 RO
0.0 RO
0.0 RO
MS setup

choice:

Behind the “Please enter your choice:

»

inset 0, you can enter Netmatell Mini main configure menu, as follows:

Exit Setup

AN~ LM ==

Please enter vour choice:@

Entrv IP Address Community String Access
1. 172.16.0.112 PUBLIC RW
2. 0.0.0.0 RO
3. 0.0.0.0 RO
4. 0.0.0.0 RO
5. 0.0.0.0 RO
6. 0.0.0.0 RO
1. 0.0.0.0 RO
8. 0.0.0.0 RO
9. 0.0.0.0 RO
10. 0.0.0.0 RO
0. Exit NMS setup

Please enter your choice:B

.Network configuration

_HHS configuration

.Trap host configuration
.Ippowerpro server configuration
.Sys start configuration

.Svs date and time configuration
Please enter vour choice:_

4.1.4. Trap host

In the Netmatell Mini maily configure menu ,behind the “Please enter your choice:”

enter the Netmatell Mini

configuration

Trap host configure menu, as follows:

DOS prompt inset 3,you can

20
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Pleaze enter vour choice:@

B.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

& Ippowerpro server configuration

5.5= start configuration

6.Sys date and time configuration

Please enter your choice:3

Entry IP Address Community String Trap Ctrl Auth
1 0.0.0. NO NO
2 0.0.0.0 NO NO
3 0.0.0.0 NO NO
(A 0.0.0.0 NO NO
D 0.0.0.0 NO NO
6 0.0.0.0 NO NO
1 0.0.0.0 [; NO NO
8 0.0.0.0 NO NO
9 0.0.0.0 NO NO
10 0.0.0.0 NO NO
0 Exit config!

please select the table entry to change:

The configuration menu lists ten current Trap host state of Netmatell Mini, Including its IP address, Community,
enable Trap, enabled authentication and error Trap. In the "Please select the table entry to change:", prompt that enter
the appropriate number, enter lower level configuration menu to set the Trap Host. As shown below:

1 0.0.0.0 NO NO
2 0.0.0.0 NO NO
3 0.0.0.0 NO NO
& 0.0.0.0 NO NO
5 0.0.0.0 NO NO
6 0.0.0.0 NO NO
7 0.0.0.0 NO NO
8 0.0.0.0 NO NO
9 0.0.0.0 L NO NO
10 0.0.0.0 NO NO

B Exit config!
please select the table entry to change:1

IP Address: B8.0.0.0
Community:
Enable Traps: NO
Enable authentication Failure Traps: NO

Exit Trap Host Setup

Change Trap Host IP Address

Change Trap Host Community String

Change Enable Trap Flag

Change Enable Authentication Failure Trap Flag
Please enter vour choice:_

Lol ALy o n

The configuration menu of previous part lists the state of Trap Host, the remaining part lists all the configure
command, the configure command number is:

21
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1.modify this Trap Host's IP address, As shown below:

IP Address: D.0.0.0
Community:
Enable Traps: HNO

Enable authentication Failure Traps: NO

Exit Trap Host Setup
Change Trap Host IP Address
Change Trap Host Community String
Change Enable Trap Flag
Change Enable Authentication Failure Trap Flag
Please enter vour choice:1
please enter new IP address:172.16.0.112
IP Address: 172.16.0.112
Community:
Enable Traps: NO
Enable authentication Failure Traps: NO

%

k==

Exit Trap Host Setup

Change Trap Host IP Address

Change Trap Host Community String

Change Enable Trap Flag

Change Enable Authentication Failure Trap Flag
Please enter vour choice:

Lol A L)

2.Modify the Trap host community, as shown below:

please enter new IP address:172.16.0.112
IP Address: 172.16.0.112
Community:
Enable Traps: NO

Enable authentication Failure Traps: HNO

Exit Trap Host Setup
Change Trap Host IP Address
Change Trap Host Community String
Change Enable Trap Flaag
Change Enable Authentication Failure Trap Flag
Please enter vour choice:?
please enter new SNMP community:PUBLIC
IP Address: 172.16.0.112
Community: PUBLIC
Enable Traps: NO
Enable authentication Failure Traps: NO

O ==

Exit Trap Host Setup

Change Trap Host IP Address

Change Trap Host Community String R

Change Enable Trap Flag

Change Enable Authentication Failure Trap Flag
Pleaze enter vwour choice:

Lo PO =

3.Set the Trap host enabled to Trap, as shown below:

22
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please enter new SNMP community:PUBLIC

Exit Trap Host Setup
Change Trap Host IP Address

Change Enable Trap Flaag

o=

Please enter vour choice:3
Enter 1 for YES,other for NO:1
IP Address
Community
Enable Traps

Exit Trap Host Setup
Change Trap Host IP Address

Change Enable Trap Flag

Lol dE ] L)

Pleaze enter vour choice:_

IP Address:

Community:

Enable Traps:

Enable authentication Failure Traps:

Enable authentication Failure Traps:

172.16.0.112
PUBLIC

NO

NO

Change Trap Host Community String

Change Enable Authentication Failure Trap Flag

0 172.16.0.112
: PUBLIC

: YES

NO

Change Trap Host Community String N

Change Enable RAuthentication Failure Trap Flag

4. Set the Trap Host, Enable authentication failure trap flag,, as follows:

[ = = (s ] =

Enter 1 for YES,other for NO:1

Exit Trap Host Setup
Change Trap Host IP Address

Change Enable Trap Flaag

O P ==

Please enter vour choice:4
Enter 1 for YES,other for NO:1
IP Address
Community
Enable Traps

Exit Trap Host Setup
Change Trap Host IP Address

Change Enable Trap Flag

Lol L)

Pleaze enter vwour choice:

IP Address:

Community:

Enable Traps:

Enable authentication Failure Traps:

Enable authentication Failure Traps:

172.16.0.112
PUBLIC

YES

ND

Change Trap Host Community String

Change Enable Authentication Failure Trap Flag

: 172.16.0.112
: PUBLIC

: YES

YES

Change Trap Host Community String

Change Enable RAuthentication Failure Trap Flag

0.: Exit Trap Host setup, enter the Trap flag ,as shown below:
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Community: PUBLIC
Enable Traps: YES
Enable authentication Failure Traps: YES

n. Exit Trap Host Setup
j 5 Change Trap Host IP Address
2. Change Trap Host Community String
3. Change Enable Trap Flag
4, Change Enable Authentication Failure Trap Flag
Please enter vour choice:B

Entry IP Address Community String Trap Ctrl Auth
1 172.16.0.112 PUBLIC YES YES
2 0.0.6.0 NO NOD
3 0.0.0.0 NO NO
A 0.0.0.0 NO NO
5 0.0.0.0 NO NO
6 0.0.0.0 NO NO
i 0.0.0.0 NO ND
8 0.0.0.0 NO NO
9 0.0.06.0 NO NO
10 0.0.0.0 NO NO
([ Exit config!

please select the table entry to change:_

)

In the Trap Host Step : “Please select the table entry to change:” enter the number 0,can go to the Netmate |l Mini

configuration menu, as shown below:
D|z| 58| 05| =

Please enter your choice:B

Entry IP Address Community String Trap Ctrl Auth
1 172.16.0.112 PUBLIC YES YES
2 0.0.0.0 NO NO
3 0.0.0.0 NO NO
A 0.0.0.0 NO NO
5 0.0.0.0 NO NO
6 0.0.0.0 NO NO
? 0.0.0.0 NO NO
8 0.0.0.0 NO NO
9 0.0.0.0 NO NO
10 0.0.0.0 NO NO
0 Exit config!

please select the table entry to change:0

0.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

& Ippowerpro server configuration

9.5ys start configuration

6.%ys date and time configuration

Please enter vour choice:_

4.1.5. IPPowerPro Server Configuration

In the Netmatell Mini configuration menu :” Please enter your choice:”, input the number ” 4”,you can go into the
IPPowerPro Server Configuration, as shown below:
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B.Exit Setup

1.Network configuration

2.NHS configuration

3.Trap host configuration

4. Ippowerpro server configuration

5.8Sys start configuration

6.Sys date and time configuration
Please enter vour choice:é

Ippowerpro server Configuration:

Server NUM:IP ADDR MASK Access

01 0.0.0.0 0.0.8.0 READ ONLY
02 0.0.0.0 0.0.0.0 READ ONLY
03 '0.0.0.0 0.0.0.0 READ ONLY
04 0.0.0.0 0.0.06.0 READ ONLY
05 :0.0.0.0 6.0.6.0 READ ONLY
06 :0.0.0.0 0.0.0.0 READ ONLY
Bl ‘0.D.0.0 D.Aa.0.0 READ OHLY
08 ‘0.0.0.0 0.0.0.0 READ ONLY
09 '0.0.0.0 0.0.0.0 READ ONLY
10 '0.0.0.0 0.0.06.0 READ ONLY
(4]5] :Exit Ippowerpro server Configuration

Please enter vour cholce:

I

The configuration lists ten server state,including its ip address, subnet mask and access authority. Enter the suitable
information in the “Please enter your choice:” ,and you can enter the next level configuration menu to set the
IPPowerPro Server. As shown below:

D= ]3] ol =
Server NUM:IP ADDR MASK Access
01 :0.0.0.0 0.0.0.0 READ ONLY
02 0.0.0.0 0.0.0.0 READ ONLY
03 :0.0.0.0 0.0.0.0 READ ONLY
(1A :0.0.0.0 D.0.0.0 READ ONLY
05 :0.0.0.0 0.0.0.0 READ ONLY
D6 :0.0.0.0 6.0.8.0 READ ONLY
07 :0.0.0.0 0.0.06.0 READ ONLY
08 :0.0.0.0 0.0.0.0 READ ONLY
09 :0.0.0.0 0.0.0.0 READ ONLY
10 :0.0.0.0 0.0.0.0 READ ONLY
an :Exit Ippowerpro server Configuration
Please enter your choice: 81
IP ADDRESS: 0.0.0.0
MASK : 0.0.0.0
Access: READ ONLY
B. Exit Ippower server Setup
1. Change Ippower server IP Address
2. Change Ippower server Mask
3. Change Ippower server Hccess Q
Please enter vour choice:

1.Change Ippower server IP Address, as shown below:
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511 :Exit Ippowerpro server Configuration
Please enter vour choice:01

IP ADDRESS: 0.0.0.0
MASK : 0.0.0.9
Access: READ ONLY
8. Exit Ippower server Setup

1. Change Ippower server IP Address
2. Change Ippower server Mask

3. Change Ippower server Access

Please enter vour choice:l
Please enter 1p address:172.16.0.112

IP ADDRESS: 172.16.0.112
MASK : 0.0.0.0
Access: READ ONLY [

B. Exit Ippower server Setup

1. Change Ippower server IP Address

2. Change Ippower server Mask

3. Change Ippower server Hccess
Please enter vour choice:_

2.: change ippower server mask, as follow:

3. Change Ippower server HAccess
Please enter vour choice:1
Please enter ip address:172.16.0.112

IP ADDRESS: 172.16.0.112
MASK : 0.0.0.0
Access: READ OMNLY

0. Exit Ippower server Setup
1. Change Ippower server IP Address
2. Change Ippower server Mask
3. Change Ippower server HAccess
Please enter vour choice:2
Please enter mask address:255.255.0.0

IP ADDRESS: 172.16.06.112
MASK : 295.255.0.0
Access: READ ONLY

B. Exit Ippower server Setup

1. Change Ippower server IP Address

2. Change Ippower server Mask

3. Change Ippower server Hccess
Please enter vour choice:_

3.: change ippower server access, as follow:
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3. Change Ippower server HAccess
Please enter vour choice:?2
Please enter mask address:255.255.0.0

IP RADDRESS: 172.16.0.112
MASK : 255.255.0.0
Access: READ OMNLY

8. Exit Ippower server Setup
1. Change Ippower server IP Address
2. Change Ippower server Mask
3. Change Ippower server Access
Please enter vour choice:3
Etner 1 for "Read/Write”,other for "Read only™:1

IP ADDRESS: 172.16.0.112
MASK : 255.255.0.0
Access: RERAD/YRITE

B. Exit Ippower server Setup

1. Change Ippower server IP Address

2. Change Ippower server Mask

3. Change Ippower server Hccess
Please enter vour choice:_

0.: exitippower server setup, enter the IPPowerPro server configuration, as shown below:

MASK : 255.255.0.0
Access: READ/WRITE

8. Exit Ippower server Setup

1. Change Ippower server IP Address

2. Change Ippower server Mask

3. Change Ippower server Access
Please enter vour choice:0

Ippowerpro server Configuration:

Server NUM:IP RADDR HMASK Access

a1 :172.16.0.112 205.255.0.0 WRITE/RERD
02 :0.0.0.0 0.0.0.0 READ ONLY
03 :0.0.0.0 Bn.0.0.0 READ ONLY
B4 :0.0.0.0 B.0.0.0 READ ONLY
a5 0.0.0.0 fn.0.0.0 READ ONLY
06 0.0.0.0 0.0.0.0 READ ONLY
ail 0.0.0.0 R.0.0.0 READ OHLY
08 :0.0.0.0 n.0.0.0 READ ONLY
a9 :0.0.0.0 fn.0.86.0 READ ONLY
10 :0.0.0.0 0.0.8.0 READ ONLY
o0 :Exi1t Ippowerpro server Configuration

Please enter vour choice:_

Enter “0” behind “Please enter your change:”, can enter the Netmatell Miniconfiguration menu, as follow:
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Ippowerpro server Configuration:

Server NUM:IP ADDR HASK
01 :172.16.8.112 299.29
n2 ‘0.p.0.0 D.0.0.
B3 :0.b.0.0 D.0.0.
114 0.0.0.0 B.0.0.
a5 0.0.8.0 0.0.8.
06 :0.0.0.0 0.0.8.
@i :0.0.0.0 0.0.0.
(1H41 ‘0.b.0.0 B.0.0.
09 '0.0.0.0 B.0.0.
10 0.0.0.0 0.0.0.
(5]4] :Exit Ippowerpro server

Please enter vour choice:00

.Exit Setup

.Network configuration

NMS configuration

.Trap host configuration
.Ippowerpro server configuration
.Sys start configuration

.Sys date and time configuration
Please enter vour choice:_

(TNLI'I-I'-""-CDMI—"E

4.1.6. system start configuration

Access

WRITE/READ

READ
READ
READ
RERD
RERD
RERD
READ
READ
READ

onfiguration

ONLY
ONLY
ONLY
ONLY
ONLY
ONLY
ONLY
ONLY
ONLY

Enter “5” behind “Please enter your choice:”, can enter the Netmatell Minisystem start configuration, as shown

below:

4 Ippowerpro server configuration

5.8ys start configuration

6.S5ys date and time configuration
Please enter your choice:5

Sustem start program Configuration:

SNMHP  :Disable

PPP  :Disable

Telnet:Enable

Http :Enable

Ippower :Enable
Telpet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Http Port

please “enter vour choice:_

--JG"\(.J'II'-I'JJI'\JHE

You can see the system start program configuration.
1.: Setting whether enable the SNMP,, as follows:
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9. Enable Ippower

6. Set Telnet Port

7. Set Http Port
please enter vour choice:1

System start program Configuration:

SNMP  :Enable

PFPP :Disable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Http Port

please ‘enter your choice:

‘-JG"HLJ'I&'-WMHE

Ether 1 for "Enable”,other for "Disable™:

2.: Setting whether enable the PPP,, as follows:

5. Enable Ippower

6. Set Telnet Port

7.  Set Http Port
please enter vour choice:?

Svustem start program Configuration:

SHHP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SNMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Hittp Port

please “enter your choice:

‘-JG"'\U'IH‘-WMHE

Etner 1 for "Enable”™,other for "Dizable™:

3.: Setting whether enable the telnet,, as follows:
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5. Enable Ippower

6. Set Telnet Port

7. Set Http Port
please enter vour choice:3

Svystem start program Configuration:

SNMP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enahle SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Http Port

please enter vour choice:_

e L A B TN F ol ]

4: Setting whether enable the HTTP,, as follows:

D] 53] 0l =

Etner 1 for "Enable”,other for "Disable”™:

5.  Enable Ippower

6. Set Telnet Port

7. Set Http Port
please enter your choice:b

Sustem start program Configuration:

SNMP  :Enable
PFP  :Enable
Telnet:Enable
Http :Enable %
Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SNMP

Enable PPP

Enable Telnet

Enable Http

Enahle Ippower

Set Telnet Port

Set Http Port

please enter vour choice:

e R R E ol T e B

5.: Setting whether enable the ippower,, as follows:

Etner 1 for "Enable”,other for "Disable”:
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T Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter your choice:d
Etner 1 for "Enable”,other for "Disable™:1
System start program Configuration:

SHNHP  :Enable

PPP  :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Http Port

please enter your choice:_

--JG"\{.J'I#-WNHE

6.: Setting the telnet port,, as follow:

5. Enable Ippower

6. Set Telnet Port

7. Set Http Port
please enter vour choice:6
Please Telnet port vou want to set:23
Svstem start program Configuration:

SNHP  :Enable

PFP :Enahle

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:23
Http Port:80

Exit Net configuration
Enable SNMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Hittp Port

please “enter your choice:_

-.Jmmn-mmr-lcs:-

7.: Setting the HTTP prot,, as follows:
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9. Enable Ippower

6. Set Telnet Port

7. Set Http Port
please enter vour choice:?
Please Http port vou want to set:81
System start program Configuration:

SNMP  :Enable

PFPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:23
Http Port:81

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

Set Http Port

please ‘enter your choice: %

‘-JG"HLJ'I&'-WMHE

0.: exit net configuration ,enter the main configuration menu

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:23
Http Port:81

B. Exit Net configuration
1. Enable SNMP
2. Enable PPP
3. Enable Telnet
4. Enable Http
5. Enable Ippower
6. Set Telnet Port
1. Set Http Port
please enter vour choice:@
0.Exit Setup
1.Network configuration
2.NMS configuration
3.Trap host configuration
L. Ippowerpro server configuration
5.Sus start configuration
6.5ys date and time configuration

Please enter vour choice:

4.1.7. system date and time configuration

Enter “6” in the main configuration menu ,can enter the “system date and time configuration”, as follows:
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Enable SHMP
Enable PPP
Enable Telnet
Enable Http
Enable Ippower
Set Telnet Port
Set Http Port
please ‘enter your choice:®

Exit Setup

.Network configuration

.NMS configuration

.Trap host configuration
.Ippowerpro server configuration
.Sys start configuration

.Sys date and time configuration
Please enter your choice:6

Current date:11/10/2003 16:30:23 GHMT -1.

*-JG'\I'.J'IF"O}I'\JII—'*

LA~ O RO =i

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:HM:SS)
2. Change Time Zone.

Please enter vour choice:_

You can see the current date in the “system date and time configuration”

1.: change date and time, as follows:

please enter vour choice:®

B.Exit Setup

1.Network configuration

2.NHS configuration

3.Trap host configuration

4. Ippowerpro server configuration

5.5ys start configuration

6.5ys date and time configuration
Please enter your choice:6

Current date:11/10/2003 16:30:23 GHT -1.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:8S)
2. Change Time Zone.

Please enter your choice:1
Enter new data and time:01/14/2004 09:28:50
Current date:01/14/2004 09:28:58 GHT -1.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:HM:SS)
2. Change Time Zone.

Please enter vyour choice:

2.change time zone ,an follows:
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9.5ys start configuration )
6.8ys date and time configuration
Please enter vour choice:6

Current date:11/10/2003 16:30:23 GMT -1.

0. Exit Date/Time Q
1. Change Date and Time.{MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:1
i |[Enter new data and time:01/14/2004 09:28:50
Current date:01/14/2004 09:28:50 GMT -1.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter wvour choice:?2
Enter new Zone:8
Current date:01/14/2004 09:29:31 GMT 8.

0. Exit Date/Time
1. Change Date and Time.{MM/DD/YYYY HH:HM:SS)
2. Change Time Zone.

Please enter vour choice:

0.exit date/time ,enter the main configuration menu.

Please enter vyour choice:1l
Enter new data and time:-01/14/2004 09:28-50
Current date:01/14/2004 09-28:50 GHT -1.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:2

Enter new Zone:8
Current date:01/14/2004 09:29:31 GMT 8.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:0

.Exit Setup

.Network configuration

.HMS configuration

.Trap host configuration

Ippowerpro server configuration

.Sys start configuration [
.Sys date and time configuration

Please enter vour choice:

mm-ﬂ‘mml—llﬁ

Now, and shoud save the setting.

4.1.8. save and reboot

You must save after setting! There are three ways save reboot for Netmatell Mini :

»

2. to use for this session; 3. save 4. save and reboot .and the “1. to ignore changes; ” is mean give up the save.
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admin
Password:

Exit Setup

.Network configuration

.NMS configuration

.Trap host configuration

.Sus date and time configuration
.Ippowerpro server configuration
.5ys start configuration

.Svs update

.Dev protocoel configuration
Please enter your choice:0

wuw WARNING === Configuration changed

o =JHLNF~ WM

now, all the setting have completed.

4.2. Telnet remote network configuration

Netmatell Mini can throught telnet to configure,this configuration is like to the super terminal.
Select “start” ---“run” ,and inset “telnet [P address” in the window, as follows:

- Type the name of a program, folder, document, or
q Internet resource, and Windows will open it far you,

Open: |te|net 172,16.0.22 v|

[ K H Cancel H Browse... ]

Press the “enter”button, as the following drawing:

1 to ignore changes, 2 to use for this session, 3 save, 4 save and reboot:
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o8 G WINNT  System32' telnet.exe

e
Uerzion:netmatecfg verd.d CUS Source Uer:SRevision: 1.2 %
Update date-Jan 6 2884 21:11:16 IP:192_168_.08.22

login:

Like the configuration of the super terminal ,insert the user name and password,you can enter the Netmatell Mini

main configure menu, as follows:

o8 G WINNT  System32' telnet.exe

e
Uerzion:netmatecfg verd.d CUS Source Uer:SRevision: 1.2 %
Update date-Jan 6 2884 21:11:16 IP:192_168_.08.22

login: admin

Password:

B.Exit Setup

1.Metwork configuration

2.HM5 configuration

3.Trap host configuration

4 _Ippowerpro server configuration

5.8%y=z start configuration

6.5y=z date and time configuration
Pleaze enter your choice:
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4.3. Web browser configuration

Netmatell Mini supports the HTTP network protocol , you are able to deploy very easy to be more entire by Web
browser (as Microsoft Internet Explorer and Netscape) , we take IE for example here.

Open a IE window , input  the current IP of Netmatelite ,then click “enter” (leaving the factory :192.168.0.100), will pop
one "importing network password " window , as follows:

'?:?!_-_ht.tp;-fim-f:l:v-ﬂm: Microsoft Internet Explorer

\J \_,) E @ f:j /',__] Search R‘;/'L\\?Favorites e}

Address | 192,168.0.100 “ | Go Links

g

Connect to 192.168.0.100

User name: | | 5§ v|

Password: | |

[Tremember my passward

[ ok || cance |

= Web site found. Waiting for reply... (N

In this window, you need input the user name and the password ( leaving the factory: user name: admin;

password: admin)
You can enter the home page of Netmatell Mini after you input correct user name and password.as

follows:
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And then you can refer the system help to configure it.

Richcomm System Technologies Co., LTD

Address: 1/F(M), Building A, Tianchang Commercial Park, 393 Zhongshan Dadao(M),
Tianhe District, Guangzhou, China.

TEL: (86)20-82329896/82329869/82321515/82321516

FAX: (86)20-82306916

PC: 510660

URL:http://www.richcomm.com.cn

E-mail:service@richcomm.com.cn
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