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Limited Warranty

The program and enclosed materials are all provided “as is” without warranty of any kind, either expressed or
implied, including but not limited to the implied warranties of merchant ability and fitness for a particular
purpose. The entire risk as to quality and performance of the program and enclosed material is assumed by you.

Limitation of Remedies

RichComm System Technologies Co., Ltd.’s entire liability and your exclusion remedy shall be replacement of the

media if you have met the conditions as described under “limited warranty.”

In no event will RichComm system technologies Co., Ltd. be liable to you for any other damages arising out of

your use of this program.

All mentioned trademarks are the registered trademarks of their respective owners.
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1~ System Requirement

» A smart UPS have a RS-232 communication interface;

» A computer with one RS-232 serial port and one 10M base-T Ethernet adapter
for initial configuration;

» An available physical connection to an existing network;

> Use in network monitoring. manage UPS and building environment or ancillary equipment extended function(can

select)

NOTICE:Please read this manual before setting up the Netmatell.
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2 ~ UPS network remote monitoring and manage mimetic diagram
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3 ~ Netmatell Interface and installation

3.1. Netmatell Interface

— B
A pgenone,  TRREITIT S

> P:: Power guiding light;

> R:: Run guiding light, normal working when the green light is twinkling state;

A\

E:: Equipment state guiding lights ,the green light often lights when the equipment is

connecting,the red light ficker when the equipment disconnection;

» RS232:: The RS232 serial communication interface(or PPP communication interface)be used to configure
parameter;

A\

RS422: RS422is used to extend inspect control environment or other equipments;
» LAN:: Interface of UTP 10/100M RJ45 Ethernet;

3.2, Install Netmatell

9F/9F cable Netmatell 9F/OM cable u

_IN :

0\

Please connect the computer, Netmatell and the UPS as in the above drawing .
Connect the serial port of the computer and the RS232 serial port of the Netmatell
with the 9FOF RS232 communication cable;Connect the 9FOF RS232

communication cable to the serial port of the UPS and the other to the DEVICE port

6
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of the Netmatell. Besides, use a utp to link the Netmatell entering network.

4 ~ Configure Netmatell

The Netmatell Configure way has three types , they are serial port
terminal configuration . Telnet remote network configuration and
passing builtin Web configuration. Following we introduces three kinds of

the configuration.
4.1, serial port terminal configuration

Serial port configuration that we introduce mainly how to use super terminal.
when the first time deploys Netmatell,because of the network condition not
knowing, can not thought the web to configure ,so must use Serial port

configuration.

4.1.1. Log in Netmatell

Open the Super Terminal,, as follows::
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As required to set up one name,as follows:
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Select one serial port which connect the Netmatell and the computer com port ,as follows:
o1 - BB =10/

MHE #RE) EBM FC &SRO #RH

D] (5] «ofFE
-~
2 x|
A SRR R EERE B
ERME)C:  [TE oo =]
ESIE): nz0
AESH E): | A& Netmatellmini 5%
EEREE @ Jom ST BN RS232 I
o ERE LR R I,
TCE/IP (Winsack)
=
¥ EE = TIMIEE ] [SCROLL [caps  |wum [#8 [FTER Y




ggq—_;c§MM RN

Configure this serial port,as follows:

=gl x|

HiHE) fEE FEY F0 EED R

Dl 5l3]

=)
WOEE |
TR E): [se00 |
BEE W o =]
HEEHE): [% =]
e |1 =]
SRR ©: [EENGGCG—G -
ERABE® |
W pE | EEw |
=
(i BEpll  gapEW | r0 cas  om @ [FIED P

Please according to the drawing to configure the serial port.And press the button to bu sure.lt will open the
following drawing:
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=10l =]
THHE #RERE) EEBQ FYD EED #EENH)
D|ﬁ4 €3|§|éiﬁﬁﬂ Eﬂ
=l
/>
Version:netmatectfg verl.@ CVYS Source Ver:$Revision: 1.2 %
Update date:Nov 20 2003 14:06:41 IP:192.168.0.100
login: _
JEfERY 0ze:27 [BAbM  Se00e-L  [SCROLL  [CAPs  NUmM [ [F1ED I

In this window, you need input the user name and the password ( leaving the factory: user name: admin;
password: admin),it will show the Netmatell Mini maily configure menu,as follows:

- 101 x|
ICHE &wmE EFMW FFY(C) fExiT FEEhH)
sENEE]
-

>

Version:netmatecfg verl.B CVYS Source Ver:$Revision: 1.2 $
Update date:Nov 20 2003 14:06:41 IP:192.168.0.100

login: admin

Password:

.Exit Setup

.Network configuration

.NMS configuration

.Trap host configuration
.Ippowerpro server configuration
.Sus start configuration

.Sus date and time configuration
Please enter your choice:

AP~ WM =S

B

(#0305 S0 (3600 8-n-1 [FcROLL [CAPS [wom  [F8 [FTED | A o

o4

At “Please enter your choice:” inset the serial number and enter it. It'll list the Netmatell configure menu in the

11
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super terminal.

4.1.2. network configuration

”»

In Netmatell Mini maily configure menu ,where the “Please enter your choice:” DOS prompt inset 1,you can enter

the Netmatell network configure menu,as follows:

=101 |

HHE &RiEE TEMW FWO EXED R

9.5vs start configuration
6.5vs date and time configuration
Please enter vour choice:1

=]

Svstem NET Configuration:

IPADDR:192.168.0.100
GATEWAY:192.168.0.2
MASK :255.255.255.0
SHTP server 1:0.0.0.0
SNTP server 2:0.
DHS server 1:0.
DNS server 2:0.

D@
=
=

Exit Net configuration
Set System ip

Set System gateway

Set System mask

Set SHTP server 1

Set SHTP server 2

Set DHS server 1

Set DNS server 2

) Test Network status(ping)
please enter vour choice:

L~

|J1“:ﬂ % .
!
R 00421 |BEbEl (9600 8-1-1 [scroLll [cAPs [wom B [FTER 4

This menu show the Ipaddr ,gateway ,mask which is the Netmatell network configuration,and some about the serial
number to be the system NET configuration.
1.: Modify the Netmatell IP address,, as follows::

12
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“51-9600 - HEEESE Rg -
IEHE SRBE) EEN D SR JEEH
-l

1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:1
Please enter IP:172.16.0.20
Svustem MET Configuration:

IPADDR:1/2.16.0.20
GATEWAY:192.168.0.2
MASK :255.255.255.0

SHTP server 1:0.0.0.0
SHTP server 2:0.0.0.0
DHS server 1:0.0.0.0
DNS server 2:0.0.0.0

Exit Net configuration
Set Sustem ip

Set Sustem gateway

Set Sustem mask

Set SNTP server 1

Set SHTP server 2

Set DNS server 1

Set DNS server 2

Test Network status(ping)
please enter vour choice:

OO--.JO‘NU'I-F"‘-(.DI’\JD—‘E

EEM 0T [EEell  [seone N [SCROLL (GRS wum [E[ETED

g 1

2: Modify the Netmatell gateway,, as follows::

“5 1-9600 - HEEESE RS .
IEHE SRBE) EFEN FND SR JERhH
-l

1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:?
Please enter Gateway:172.16.0.254
Svustem MET Configuration:

IPADDR:1/2.16.0.20
GATEWAY:172.16.0.254
MASK :255.255.255.0

SHTP server 1:0.0.0.0
SHTP server 2:0.0.0.0
DHS server 1:0.0.0.0
DNS server 2:0.0.0.0

Exit Net configuration
Set Sustem ip

Set Sustem gateway

Set Sustem mask

Set SNTP server 1

Set SHTP server 2

Set DNS server 1

Set DNS server 2

Test Network status(ping)
please enter vour choice:_

OO--.JO‘NU'I-F"‘-(.DI’\JD—‘E

EEf0sTes Baall  [peonen [SCROLL (GRS wum [E[ETED

g 1
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3: Modify the Netmatell sub mask,, as follows::

75 1-9600 - HBEEEE RS o [m] |

EHHE ERE) EFM FG &SRO #RE

1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:3
Please enter mask:255.255.0.0
Svustem MET Configuration:

IPADDR:172.16.0.28
GATEWAY:172.16.0.254
MASK:255.255.0.0

SHTP server 1:0.0.0.0
SHTP server 2:0.0.
DHS server 1:0.0.
DNS server 2:0.0.

9@@
Eﬁ@@

Exit Net configuration
Set Sustem ip

Set Sustem gateway

Set Sustem mask

Set SNTP server 1

Set SHTP server 2

Set DNS server 1

Set DNS server 2

Test Network status(ping)
please enter vour choice:

OO--.JO‘NU'I-F"‘-(.DI’\JD—‘E

g 1

EEM0ses Baell  [peonen [SCROLL [CaEs wum [E[ETED by

4.: Set the IP of the main time server, the time server is used to modify Netmatell system time,as follows:

“ g 1-9600 - HBEREERG =101 |
THE fwEE EEN FO ESED #EBH)
0[] (8] ol
-l
1. Set DNS server 2
8. Test Metwork status(ping)
please enter vour choice:é&
Please enter SHTP server 1 IP:172.16.0.1
Svstem MET Configuration:
IPADDR:172.16.0.20
GATEWAY:172.16.0.254
MASK:255.255.0.0 %
SHTP server 1:172.16.0.1
SHTP server 2:0.0.0.8
DNS server 1:0.0.0.8
DNS server 2:0.0.06.0
a. Exit Het configuration
1. Set Suystem ip
2. Set Svstem gateway
3. Set System mask
. Set SNTP server 1
3. Set SHTP server 2
G. Set DNS server 1
7. Set DNS server 2
8. Test Metwork status{ping)
please enter vour choice:_ j
[ 0:59:17 BRI 9600 8- [SCROLL  [CAPS  |wUm |38 [FTED v

14
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5.: Set the ip address of the second time server, as follows:

“5 1-9600 - HEEESE RS .
IEHE SRBE) EFEN FND SR JERhH
-l

please
Please

please

7.
8.

=B N Lo Ly PR d ] el ol o]

Set DNS server 2
Test Network stat
enter vour choice:5
enter SNIP server 2

Svustem MET Configuration:

IPADDR:172.
GATEWAY:172.
MASK : 255.

SHTP server 1:172.
SHTP server 2:172.
DHS server 1:0.0.
DNS server 2:0.0.

Exit Het configur
Set Sustem ip

Set Sustem gatewa
Set Sustem mask
Set SNTP server 1
Set SHTP server 2
Set DNS server 1
Set DNS server 2
} Test Network stat
enter vour choice:

usi{ping)

IP:172.16.0.112

16.0.20
16.0.254
255.0.0
16.0.1
16.0.112
0.0

0.0

ation

Y

us{ping)

R 0:ses BN se0nsn1 SCROL

(S T

[ [T

g 1

6.:

Set the ip address of the main DNS server, the DNS server is used to domain name service,as follows:

15
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“5 1-9600 - HEEESE RS -
IEHE SRBE) EFEN FND SR JERhH
-l

1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:6
Please enter DNS server 1 IP:172.16.08.1
Svustem MET Configuration:

IPADDR:172.16.0.28
GATEWAY:172.16.0.254
MASK:255.255.0.0
SHTP server 1:172.16.0.1
SHTP server 2:172.16.0.112
DHS server 1:172.16.0.1
DNS server 2:0.0.0.0

Exit Net configuration

Set Sustem ip

Set Sustem gateway

Set Sustem mask

Set SNTP server 1

Set SHTP server 2

Set DNS server 1

Set DNS server 2

Test Network status(ping) R
please enter vour choice:

OO--.JO‘NU'I-F"‘-(.DI’\JD—‘E

EEfosnss Bl [seonen [SCROLL [CaRs wum [E[ETED

g 1

7.: Setip address of the second DNS server ,as follows:

“5 1-9600 - HEEESE RS .
IEHE SRBE) EFEN FND SR JERhH
-l

1. Set DNS server 2

8. Test Network status(ping)
please enter vour choice:?
Please enter DNS server 2 IP:172.16.0.112
Svustem MET Configuration:

IPADDR:172.16.0.28
GATEWAY:172.16.0.254
MASK:255.255.0.0
SHTP server 1:172.16.0.1
SHTP server 2:172.16.0.112
DHS server 1:172.16.0.1
DNS server 2:172.16.0.112

Exit Net configuration
Set Sustem ip

Set Sustem gateway

Set Sustem mask

Set SNTP server 1

Set SHTP server 2

Set DNS server 1

Set DNS server 2

Test Network status(ping)
please enter vour choice:_

OO--.JO‘NU'I-F"‘-(.DI’\JD—‘E

REEH o0zl BEMERl  [peonent [SCROLL (GRS wum [E[ETED

g 1
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8.: Use “ping” command to test the network state, as follows:

“5 1-9600 - HEHERE = x|
IHHE fiRE EF( F0 EED RN

D 53]
8. Test Hetwork status(ping) -]
please enter vour choice:8
Enter IP or host you want to ping:172.16.0.1217
Waiting for child 29
PING 172.16.8.127 (172.16.0.127): 56 data bytes
64 bytes from 172.16.0.127: icmp_seq=%ttl=128 time=20.0 ms

— 172.16.0.127 ping statistics —
& packets transmitted, 1 packets received, 75% packet loss

round-trip min/ava/max = 20.0/20.0/20.0 ms

Sustem NET Configuration:

IPADDR:172.16.0.20
GATEWAY:172.16.08.254
MASK:255.255.0.8
SNTP server 1:172.16.0.1
SNTP server 2:172.16.0.112
DNS server 1:172.16.0.1
DNS server 2:172.16.0.112

Exit Met configuration
Set System ip

Set System gateway
Set System mask

get gmg server %

et server

Set DNS server 1
Set DNS server 2
Test Network status(ping) J

O~ W N

please enter your choice:_

TZEAEED 10115 [ BRI 9600 601 [ScROLL [caPs wom  [F [FTED

0.: Quit network configuration, enter main configure menu, as follows:

17
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“1-9600 - HEERE =10].x]
TP &) BHEN ENG ESED FEENH
D|Eﬁ|€3|$|?ﬂiﬁﬁ gg]
]

SHTP server 1:172.16.0.1

SHTP server 2:172.16.0.112

DNS server 1:172.16.0.1

DHS server 2:172.16.0.112

Exit Net configuration
Set Sustem ip

Set Sustem gateway

Set Sustem mask

Set SNTP server 1

Set SHNTP server 2

Set DNS server 1

Set DNS server 2

. Test Network status(ping)
please enter vour choice:B

A.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

& . Ippowerpro server configuration

5.5vus start configuration

6.5vs date and time configuration
Please enter vour choice:_

SO~ NN =

REEH oL [BEMRRl  [peone Nt [SCROLL[CAES um

[ [T

g 1

4.1.3+ NMS configuration

In Netmatell maily configure menu ,behind the

the Netmatell NMS configure menu, as follows:

“Please enter your choice:”

DOS prompt inset 2,you can enter

18
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*5:1-9600 - FBEE =10l x|

EHHE ERE) EFM FG &SRO #RE

D|E?|€3|S|?ﬂiﬁﬁ ﬁi]
]
please enter your choice:8
B.Exit Setup
1.Network configuration
2.NMS configuration
3.Trap host configuration
& . Ippowerpro server configuration
9.5ys start configuration
6.5vs date and time configuration
Please enter vour choice:?
Entry IP Address Community String Access
1. 0.0.0.0 RO
2. 0.0.0.0 RO
3. 0.0.0.0 RO
. 0.0.0.0 RO
3. 0.0.0.0 RO
6. 0.0.0.0 RO
7. 0.0.0.0 3RO
3. 0.0.0.0 RO
9. 0.0.0.0 RO
16. 0.0.0.0 RO
0. Exit NMS setup
Please enter vour choice:_ :J
BEEH szsd BEMRRl  [peonent [SCROLL (GRS wum [E[ETED y

This menu include ten network management system state,contain IP address community String and access

right. Behind the “Please enter your choice:” DOS prompt inset the serial num, you can configure it, as follows:

19
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“5 1-9600 - HEEESE RS -
IEHE SRBE) EFEN FND SR JERhH
-l

Entry IP Address

SO D@
PO E®
coonooEEo®
PR E®®

9.

SO O IR O

Exit NMS setup

Please enter vour choice:1

Community String

IP ADDRESS: n.0.0.8
Community string:
Access: READ OHLY

Access
RO
RO
RO
RO
RO
RO
RO
RO
RO
RO

B. Exit HMS Setup
1. Change HWS IP Address
2. Change HWMS Community string
3. Change HWS Access priviledges
Please enter vour choice:_
BEEH 15as7 BERll  [peonent [SCROLL (GRS wum [E[ETED

é

This menu show the network management system state, and some about the serial number to be the NMS

configuration.

1.:

Set IP address of the NMS, as follows:

20



RICHCOMM =8 #

“51-9600 - HEEESE Rg -
IEHE SRBE) EEN D SR JEEH
-l

0. Exit HHS setup
Please enter vour choice:1

IP ADDRESS: 0.0.0.0
Community string:
Access: READ OMLY

Exit HHS Setup

Change NMS IP Address

Change NMS Community string
Change MMS Access priviledges
Please enter your choice:1

Please enter ip address:172.16.0.112

&'.DI\JI—HS

IP ADDRESS: 172.16.8.112
Community string:
Access: READ OHLY

Exit HMS Setup

Change NMS IP Address

Change NMS Community string
Change NMS Access priviledges
Please enter vour choice:

&'.DI'\JI—*@

BEEH 1sade BEMRRl  [peonent [SCROLL [CaRs wum [E[ETED [

g 1

2.Modify the community string of the NMS, as follows:

“51-9600 - HEEESE Rg .
IEHE SRBE) EEN D SR JEEH
-l

3. Change HWS Access priviledges
Please enter vour choice:1
Please enter ip address:172.16.0.112

IP ADDRESS: 172.16.0.112
Community string:
Access: READ OMLY

Exit HHS Setup

Change NMS IP Address

Change NMS Community string
Change MMS Access priviledges
Please enter vour choice:?2

Please enter new commnuity:PUBLIC

&'.DI\JI—HS

IP ADDRESS: 172.16.8.112
Community string: PUBLIC
Access: READ OHLY
Exit HMS Setup Q

Change NMS IP Address

Change NMS Community string
Change NMS Access priviledges
Please enter vour choice:_

&'.DI'\JI—*@

IEER o514 EEMRMl  [peo0en-1 [SCROLL [caps  um [E[FTED

g 1
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3.: Modify the access right of the NMS, as follows:

“5 1-9600 - HEEESE RS .
IEHE SRBE) EFEN FND SR JERhH
-l

3. Change HWS Access priviledges
Please enter vour choice:?
Please enter new commnuity:PUBLIC

IP ADDRESS: 172.16.0.112
Community string: PUBLIC
Access: READ OMLY

%
Exit HHS Setup
Change NMS IP Address
Change NMS Community string
Change MMS Access priviledges
Please enter vour choice:3
Ether 1 for "Read/Write”,other for "Read only™:1

&'.DI\JI—HS

IP ADDRESS: 172.16.8.112
Community string: PUBLIC
Access: READ/URITE

Exit HMS Setup

Change NMS IP Address

Change NMS Community string
Change NMS Access priviledges
Please enter vour choice:_

&'.DI'\JI—*@

iEE nosse EEMall  [peooen-1 [SCROLL [caps um [E[FTED

g 1

0.: Quit the NMS configure menu, enter the NMS main configure menu, as follows:

22
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“ ¢ 1-9600 - HEEERE =10].x]
THHE R BEEN EN XD FEENH
D|E?|€3|3|?ﬂiﬁﬁ gg]
-l
IP ADDRESS: 172.16.8.112
Community string: PUBLIC
Access: READ/AYWRITE

Exit HHS Setup

Change NMS IP Address

Change NMS Community string

. Change HMS Access priviledges
Please enter vour choice:0

Entry IP Address Community String
172.16.8.112 PUBLTC

W=

SII@o@
coooooee®
cooooooe®
e ®®

9. :

Exit NMS setup
Please enter vour choice:

S AL SO -l OO R QO D

Access
RY
RO
RO
RO

EER ziz0e: BRI [peo0en-1 [SCROLL [caps um [E[FTED

g 1

4

Behind the “Please enter your choice:”

inset 0, you can enter Netmatell main configure menu, as follows:

¢ 1-9600 - $RLREREE -
T GEE BEW FIO EED B
-l

Please enter your choice:B

Entry IP Address Community String
16.0.112 PUBLIC

-
=~
Mo

SO @
cooooee®
coocooooo®
oo e®

8. :

Exit NHS setup
Please enter your choice:B

A.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

& . Ippowerpro server configuration

5.5vus start configuration

6.5vs date and time configuration
Please enter vour choice:_

SO SO~ TN O

Access
RY
RO
RO
RO
RO
RO
RO
RO
RO
RO

iEER z:a2:50 EEMRMl  [peo0en-l [SCROLL [caps  um [E[FTED

g 1
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4.1.4. Trap host configuration

In the Netmatell maily configure menu ,behind the “Please enter your choice:

the Netmatell Trap host configure menu, as follows:

DOS prompt inset 3,you can enter

“5 1-9600 - HEEESE RS -
IEHE SRBE) EFEN FND SR JERhH
-l

Please enter your choice:B

Exit Setup

.Network configuration

.NMS5 configuration

.Trap host configuration
.Ippowerpro server configuration
.Sys start configuration

.Svus date and time configuration
Please enter vour choice:3

Entry IP

AP~ LN ==

Address Community String

-EEEEEEEEES
e EDEE®
cooooeDoo®
PRI EREE®

0 .

config!
please select the table entry to change:

S AL SO -l OO R QO D

m
X
fd
=t

Trap Ctrl Auth
NO NO

NO
NO
NO

NO
NO
NO

iEER zaee EaMall  [peo0en-l [SCROLL [caps um [E[FTED

é

The configuration menu lists ten current Trap host state of Netmatell, Including its IP address, Community, enable

Trap, enabled authentication and error Trap. In the "Please select the table entry to change:", prompt that enter the

appropriate number, enter lower level configuration menu to set the Trap Host. As shown below:
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“ g 1-9600 - FEEREE AL =10 =]
HEE HEERE EFN FMO EED #EEH)
D[] 53] =0m
-l

1 0.0.0.0 NO NO

2 0.0.0.0 NO NO

3 P.0.0.0 NO NO

[ 0.0.0.0 NO NO

) 0.0.0.0 NO NO

6 p.0.0.0 NO NO

1 P.0.0.0 NO NO

8 0.0.0.0 NO NO

9 0.0.0.0 NO NO

10 p.0.0.0 NO NO

0 Exit config!

please select the table entry to change:1

Community:

Exit Trap Host Setup

Change Trap Host IP Address
Change Trap Host Community String
Change Enable Trap Flag

o=@

Please enter vour choice:_

IP Address: 0.0.08.0

Enable Traps: NO
Enable authentication Failure Traps: HNO

Change Enable Authentication Failure Trap Flag

[ERa 25400 [EEbN] (3600 8-0-1 [SCROLL [caps  wom [ [FTED

N K

The configuration menu of previous part lists the state of Trap Host, the remaining part lists all the configure

command, the configure command number is:

1.modify this Trap Host's IP address, As shown below:
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“ 1-9600 - FBLHEERE -
D GED BEW QD )
-]

IP Address: 6.0.8.0
Community:
Enable Traps: HNO
Enable authentication Failure Traps: HO

Exit Trap Host Setup
Change Trap Host IP Address
Change Trap Host Community String
Change Enable Trap Flag
Change Enable Authentication Failure Trap Flag
Please enter vour choice:1
please enter new IP address:172.16.0.112
IP Address: 172.16.0.112
Community:
Enable Traps: HO
Enable authentication Failure Traps: HNO

s

-F‘*QJM!—‘E

Exit Trap Host Setup

Change Trap Host IP Address

Change Trap Host Community String

Change Enable Trap Flag

Change Enable Authentication Failure Trap Flag
Please enter vour choice:

-F‘*QJM!—‘E

FEER ;2605 ANSTW 980081 [SCROLL caps  um [E[FTED

) 1

2.Modify the Trap host community, as shown below:

¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-l

please enter new IP address:172.16.0.112
IP Address: 172.16.8.112
Community:
Enable Traps: HNO
Enable authentication Failure Traps: HO

Exit Trap Host Setup
Change Trap Host IP Address
Change Trap Host Community String
Change Enable Trap Flag
Change Enable Authentication Failure Trap Flag
Please enter vour choice:?2
please enter new SHMP community:PUBLIC
IP Address: 172.16.0.112
Community: PUBLIC
Enable Traps: HO
Enable authentication Failure Traps: HNO

-F‘*QJM!—‘E

Exit Trap Host Setup

Change Trap Host IP Address

Change Trap Host Community String %

Change Enable Trap Flag

Change Enable Authentication Failure Trap Flag
Please enter vour choice:

-F‘*QJM!—‘E

FEEA 0:zR07 ANSTW  [98008-N-1 [SCROLL caps  um [E[FTED

) 1
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3.Set the Trap host enabled to Trap, as shown below:

“ 1-9600 - FBLHEERE -
D GED BEW QD )
=)

please enter new SHMP community:PUBLIC

Exit Trap Host Setup
Change Trap Host IP Address

Change Enable Trap Flag

loro ==

Please enter vour choice:3
Enter 1 for YES,other for NO:1

Exit Trap Host Setup
Change Trap Host IP Address

Change Enable Trap Flag

o=@

Please enter vour choice:_

IP Address:

Community:

Enable Traps:

Enable authentication Failure Traps:

IP Address:

Community:

Enable Traps:

Enable authentication Failure Traps:

1/2.16.0.112
PUBLIC

NO

NO

Change Trap Host Community String

Change Enable Authentication Failure Trap Flag

172.16.0.112
PUBLIC

YES

NO

Change Trap Host Community String Q

Change Enable Authentication Failure Trap Flag

FEREAN 0:34:13 ANSTW 980081 [SCROLL [caps  um [E[FTED

) 1

4, Set the Trap Host, Enable authentication failure trap flag,, as follows:
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¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-]

Enter 1 for YES,other for NO:1
IP Address: 172.16.8.112
Community: PUBLIC
Enable Traps: YES
Enable authentication Failure Traps: HO

Exit Trap Host Setup
Change Trap Host IP Address
Change Trap Host Community String
Change Enable Trap Flag
Change Enable Authentication Failure Trap Flag
Please enter vour choice: &
Enter 1 for YES,other for NO:1
IP Address: 172.16.0.112
Community: PUBLIC
Enable Traps: YES
Enable authentication Failure Traps: YES

-F‘*QJM!—‘E

Exit Trap Host Setup

Change Trap Host Community String

Change Enable Trap Flag

Change Enable Authentication Failure Trap Flag
Please enter vour choice:

-F‘*QJM!—‘E

Change Trap Host IP Address %

[EEA Da0:z0 ANSTW [98008N-1 [SCROLL [caps um [E[FTED

) 1

0.: Exit Trap Host setup, enter the Trap flag ,as shown below:

“ 1-9600 - FBLHEERE -
D GED BEW QD )
-l

Community: PUBLIC
Enable Traps: YES
Enable authentication Failure Traps: YES

0. Exit Trap Host Setup

1. Change Trap Host IP Address

2. Change Trap Host Community String

3. Change Enable Trap Flag

i Change Enable Authentication Failure Trap Flag
Please enter vour choice:f

Entry IP Address Community String Trap Ctrl

1 172.16.0.112 PUBLIC YES

2 0.0.0.0 4 (0]

3 0.0.0.0 MO

& 0.0.0.0 MO

5 0.0.0.0 NO

6 0.0.0.0 4 (0]

K 0.0.0.0 4 (0]

i 0.0.0.0 MO

9 0.0.0.0 NO

106 0.0.0.0 MO

G} Exit config!

please select the table entry to change:_

Auth
YES
NO
NO
NQ
NO
NO

NO
NO
NO

FEEAN0:10:33 ANSTW [9e008-N-1 [SCROLL [caps um [F[FTED

) 1
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4

In the Trap Host Step : “Please select the table entry to change:’
configuration menu, as shown below:

enter the number 0,can go to the Netmate Il

“ 1-9600 - FBLHEERE -
D GED BEW QD )
-l

Please enter vour choice:0

Entry IP Address Community String
172.16.8.112 PUBLTC

S@DoooaE@=™
coooeoee®
cooooooo®
oo e®

0 .

Exit config!
please select the table entry to change:B

SO O~ TN R Qoo

B.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

4 . Ippowerpro server configuration

9.5ys start configuration

6.5ys date and time configuration
Please enter vour choice:_

Trap Ctrl Auth

YES
NO
NO
NO
NO
NO
NO
NO
NO
NO

YES
NO
NO
NO
NO
NO
NO
NO
NO
NO

FEEA 0:mi2F ANSTW [98008-N-1 [SCROLL [caps  um [E[FTED

) 1

4.1.5. IPPowerPro Server Configuration

In the Netmatell configuration menu :” Please enter your choice:”, input the number ” 4”,you can

IPPowerPro Server Configuration, as shown below:

go into the
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¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-]

Exit Setup

.Network configuration

.NMS5 configuration

.Trap host configuration
.Ippowerpro server configuration
.Sys start configuration

.Sys date and time configuration
Please enter vour choice:4

O~ LN ==

Ippowerpro server Configuration:

Server NUM:IP ADDR MASK Access
01 :0.0.0.0 0.0.0.0 READ OHLY
B2 :0.0.0.0 0.0.0.0 READ OHLY
63 :0.0.0.0 0.0.0.0 READ OHLY
04 :0.0.08.0 0.0.9.0 READ OHLY
a5 :0.0.0.0 0.0.0.0 READ OHLY
06 :0.0.0.0 0.0.0.0 READ OHLY
a7 :0.0.08.0 0.0.0.0 READ OHLY
68 :0.0.08.0 0.0.9.0 READ OHLY
09 :0.0.0.0 0.0.0.0 READ OHLY
106 :0.0.0.0 0.0.0.0 READ OHLY
(415} :Exit Ippowerpro server Configuration
Please enter vour choice:
ERAN 0:17:34 [BNSIw (9600 801 [SCROLL [caps  wom [ [FTED g5

:

The configuration lists ten server state,including its ip address, subnet mask and access authority. Enter the suitable

information in the “Please enter your choice:” ,and you can enter the next level configuration menu to set the

IPPowerPro Server. As shown below:
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“5 1-9600 - HEEEEERE =10 =]
IHE R BHEN END EED FEENH
D[] 53] =0m
-]
Server NUM:IP ADDR MASK Access
01 :0.0.08.0 0.0.0.0 READ OHLY
B2 :0.0.0.0 0.0.0.0 READ OHLY
63 :0.0.0.0 0.0.9.0 READ OHLY
04 :0.0.0.0 0.0.0.0 READ OHLY
a5 :0.0.0.0 0.0.0.0 READ OHLY
06 :0.0.0.0 0.0.0.0 READ OHLY
a7 :0.0.0.0 0.0.9.0 READ OHLY
08 :0.0.0.0 0.0.9.0 READ OHLY
B9 :0.0.0.0 0.0.0.0 READ OHLY
106 :0.0.0.0 0.0.0.0 READ OHLY
(415} :Exit Ippowerpro server Configuration
Please enter vour choice:01
IP ADDRESS: 0.0.0.0
MASK : 0.0.0.0
Access: READ OHLY
B. Exit Ippower server Setup
1. Change Ippower server IP Address
2. Change Ippower server Mask
3. Change Ippower server Access
Please enter vour choice: j
[EEA n:znizF ANSTW [98008N-1 [SCROLL caps um [E[FTED 2
1.Change Ippower server IP Address, as shown below:
“ g 1-9600 - FEEREE AL =10 =]
IHHE D) BHEN END EED FEENH
D[] 53] =0m
-]
(416} :Exit Ippowerpro server Configuration

Please enter your choice:B1

IP ADDRESS: a.
MASK : E'

Access:

0.0.0
0.0.0
AD ON

Exit Ippower server Setup

Change Ippower server IP Address
Change Ippower server Mask
Change Ippower server HAccess
Please enter your choice:1

Please enter ip address:172.16.0.112

OJI'\JI—‘E:I

Exit Ippower server Setup

Change Ippower server IP Address
Change Ippower server Mask
Change Ippower server HAccess
Please enter vour choice:_

UJI'\JI—“B

EAD ONLY

TP ADDRESS: 172.16.08.112
MASK : 0.0.0.9
Access: READ ONLY [

[EEA 0:27:33 ANSTW [9e008-N-1 [SCROLL caps  um [E[FTED

) 1
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2.: change ippower server mask, as follow:

“§ 1-9600 - HEEEZERG o ] |

MHHE #RRE) EFM FINC EED #RH

3. Change Ippower server Access

Please enter your choice:1
Please enter ip address:172.16.0.112

IP ADDRESS: 172.16.8.112
MASK : 0.0.0.8
Access: READ OHLY

Exit Ippower server Setup

Change Ippower server IP Address
Change Ippower server Mask
Change Ippower server HAccess
Please enter vour choice:?2

Please enter mask address:255.255.0.0

OJI'\JI—‘E:I

IP ADDRESS: 172.16.8.112
MASK : 255.255.0.0
Access: READ OHLY

Exit Ippower server Setup

Change Ippower server IP Address
Change Ippower server Mask
Change Ippower server HAccess
Please enter vour choice:_

UJI'\JI—“B

) 1

[EER nizR0z ANSTW  [98008-N-1 [SCROLL [caps  um [E[FTED

3.: change ippower server access, as follow:
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“¢ 1-9600 - HEEEEE RS o ] |

MHE #RE) EBM FC &SRO #RH

3. Change Ippower server Access

Please enter your choice:?
Please enter mask address:255.255.0.0

IP ADDRESS: 172.16.8.112
MASK : 295.255.0.0
Access: READ OHLY

Exit Ippower server Setup

Change Ippower server IP Address

Change Ippower server Mask

Change Ippower server HAccess

Please enter vour choice:3

Ether 1 for "Read/Write”,other for "Read only™:1

OJI'\JI—‘E:I

IP ADDRESS: 172.16.8.112
MASK : 255.255.0.0
Access: READ/AURITE

Exit Ippower server Setup

Change Ippower server IP Address
Change Ippower server Mask
Change Ippower server HAccess
Please enter vour choice:_

UJI'\JI—“B

[ERAD 027 NS (9600 801 [SCROLL [caps  wom [ [FTED b

) 1

0.: exitippower server setup, enter the IPPowerPro server configuration, as shown below:

“¢ 1-9600 - HEEEEE RS o ] |

MHE #RE) EBM FC &SRO #RH

MASK : 295.255.0.9
Access: READ/URITE

Exit Ippower server Setup

Change Ippower server IP Address
Change Ippower server Mask
Change Ippower server Access
Please enter vour choice:0

U.')I'\JI—HS

Ippowerpro server Configuration:

Server NUM:IP ADDR MASK Access

01 172.16.0.112 255.255.0.0 WRITE/READ
a2 :0.0.0.8 0.0.0.0 READ OHWLY
03 :0.0.8.8 0.0.0.8 READ OHWLY
04 :0.0.8.8 0.0.0.8 READ OHLY
05 :0.0.0.0 0.0.0.0 READ ONLY
a6 :0.0.0.8 0.0.0.0 READ OHWLY
ai? :0.0.0.8 0.0.0.0 READ OHWLY
03 :0.0.8.8 0.0.0.8 READ OHLY
09 :0.0.0.0 0.0.0.0 READ ONLY
18 '0.0.0.8 0.0.0.0 READ ONLY
(415} :Exit Ippowerpro server Configuration

Please enter vour choice:_

[ERAN 0:31:53 [BNSIW (9600 B-N-1 [SCROLL [caps  um [E i1l

) 1
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Enter “0” behind “Please enter your change:”, can enter the Netmatell Miniconfiguration menu, as follow:

“5 1-9600 - HEEEEERE =10 =]
IHE R BHEN END EED FEENH
D[] 53] =0m
-]
Ippowerpro server Configuration:
Server NUM:IP ADDR HASK Access
01 :172.16.0.112 255.255.0.8 WRITE/READ
062 :0.0.0.0 0.0.0.0 READ OHLY
B3 :0.0.0.0 0.0.0.0 READ OHLY
04 :0.0.0.0 0.0.0.0 READ OHLY
a5 :0.0.0.0 0.0.9.0 READ OHLY
06 :0.0.0.0 0.0.9.0 READ OHLY
a? :0.0.0.0 0.0.0.0 READ OHLY
08 :0.0.0.0 0.0.0.0 READ OHLY
09 :0.0.08.0 0.0.9.0 READ OHLY
16 :0.0.0.0 0.0.0.0 READ OHLY
(414} :Exit Ippowerpro server Configuration
Please enter your choice:08
B.Exit Setup
1.Network configuration
2.NMS configuration
3.Trap host configuration
4 . Ippowerpro server configuration
9.5ys start configuration
6.5ys date and time configuration
Please enter vour choice:_ :J
IEEA ;3213 ANSTW [9e008-N-1 [SCROLL caps  um [E[FTED 2

4.1.6. system start configuration

Enter “5”behind“Please enter your choice:”, can enter the Netmatell system start configuration, as shown below:
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“ 1-9600 - FBLHEERE -
D GED BEW QD )
-]

4. Ippowerpro server configuration

9.5ys start configuration

6.5ys date and time configuration
Please enter vour choice:5

Svstem start program Configuration:

SHMP  :Disable

PPP :Disable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice:_

~ AW =

FEEA 0:3R04 ANSTW 980081 [SCROLL caps  um [E[FTED

) 1

You can see the system start program configuration.
1.: Setting whether enable the SNMP,, as follows:
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“ 1-9600 - FBLHEERE -
D GED BEW QD )
-]

3. Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter vour choice:1
Ether 1 for "Enable™,other for "Disable™:1
Svstem start program Configuration:

SHNMP  :Enable

PPP :Disable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice:

~ AW =

FEREAN 0:03:44 ANSTW  [98008-N-1 [SCROLL (GRS aum [ [FTED

) 1

2.: Setting whether enable the PPP,, as follows:

¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-l

3. Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter vour choice:?
Ether 1 for "Enable™,other for "Disable™:1
Svstem start program Configuration:

SHNMP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice:

~ AW =

FEEA 00412 ANSTW 980081 [SCROLL (GRS aum [E[FTED

) 1
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3.: Setting whether enable the telnet,, as follows:

“¢ 1-9600 - HEEEEE RS o ] |

MHE #RE) EBM FC &SRO #RH

D[] 53] =0m N

3. Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter vour choice:3
Ether 1 for "Enable™,other for "Disable™:1
Svstem start program Configuration:

SHNMP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice:_

~ AW =

) 1

FEREAN 0:04:30 ANSTW  [98008-N-1 [SCROLL (GRS aum [E[FTED

4: Setting whether enable the HTTP,, as follows:
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¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-]

3. Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter vour choice:4
Ether 1 for "Enable™,other for "Disable™:1
Svstem start program Configuration:

SHNMP  :Enable
PPP :Enable
Telnet:Enable
Http :Enable Q
Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice:

~ AW =

FEREA 0:04:47 BNSTW  [98008-N-1 [SCROLL (GRS aum [E[FTED

) 1

5.: Setting whether enable the ippower,, as follows:

¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-l

3. Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter vour choice:5
Ether 1 for "Enable™,other for "Disable™:1
Svstem start program Configuration:

SHNMP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:21
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice:_

~ AW =

FEEA:05:13 ANSTW 980081 [SCROLL (GRS um [E[FTED

) 1
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6.: Setting the telnet port,, as follow:

“ 1-9600 - FBLHEERE -
D GED BEW QD )
=)

please
Please

please

2.
6.
7.

~ AW =

Enable Ippower
Set Telnet Port
Set Http Port
enter vour choice:6
Telnet port vou want to set:23

Svstem start program Configuration:

SHNMP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:23
Http Port:80

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

enter vour choice:_

[EREAN 0:06:14 |BNSIW (3600 B-N-1 [ScROLL [CAPS | faim

[#_[FTen

) 1

7.: Setting the HTTP prot,, as follows:
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¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
-]

3. Enable Ippower

6. Set Telnet Port

1. Set Http Port
please enter vour choice:?
Please Http port vou want to set:81
Svstem start program Configuration:

SHNMP  :Enable

PPP :Enable

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:23
Http Port:81

Exit Net configuration

Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter vour choice: Q

~ AW =

FEEA 0:06:36 ANSTW  [98008-N-1 [SCROLL (GRS aum [E[FTED

) 1

0.: exit net configuration ,enter the main configuration menu

“ 1-9600 - FBLHEERE -
D GED BEW QD )
-l

Telnet:Enable

Http :Enable

Ippower :Enable
Telnet Port:23
Http Port:81

Exit Net configuration
Enable SHMP

Enable PPP

Enable Telnet

Enable Http

Enable Ippower

Set Telnet Port

} Set Http Port

please enter your choice:B

~ TN

B.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

4 . Ippowerpro server configuration

9.5ys start configuration

6.5ys date and time configuration
Please enter vour choice:

FEEA 0:07:08 ANSTW [9e008-N-1 [SCROLL (GRS aum [ [FTED

) 1

40



RICHCOMM =8 #

4.1.7. system date and time configuration

Enter “6” in the main configuration menu ,can enter the “system date and time configuration”, as follows:

“4 1-9600 - BLES R =0 x|
THE SERE R W SR REEH
=]

Enable SHMP
Enable PPP
Enable Telnet
Enable Http
Enable Ippower
Set Telnet Port
} Set Http Port
please enter vour choice:0

B.Exit Setup

1.Network configuration

2.NMS configuration

3.Trap host configuration

& . Ippowerpro server configuration

95.5ys start configuration

6.5vs date and time configuration
Please enter vour choice:6

Current date:11/10/2003 16:30:23 GHT -1.

~d TN R QO D

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2 Change Time Zone.

Please enter vour choice:_

FEEAO 060 ANSTW [8008-N-1 [SCROLL (GRS um [E[FTED +

) 1

You can see the current date in the “system date and time configuration”
1.: change date and time, as follows:
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“¢ 1-9600 - HEEEEE RS o ] |

MHE #RE) EBM FC &SRO #RH

please enter vour choice:0

Exit Setup

.Network configuration

.NMS configuration

.Trap host configuration
.Ippowerpro server configuration
.Svus start configuration

.Sus date and time configuration
Please enter vour choice:6

Current date:11/10/2003 16:30:23 GHT -1.

AN~ QO PN ==

a. Exit Date/Time
1. Change Date and Time.{(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:1
Enter new data and time:01/14/2004 09:28:50
Current date:B81/14/2004 09:28:50 GHT -1.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2 Change Time Zone.

Please enter vour choice:

I
[ERAD 02540 [BNSIW (9600 801 [SCROLL [CAPS  |wum  [#8 [FTER H

) 1

2.change time zone ,an follows:

“¢ 1-9600 - HEEEEE RS o ] |

MHE #RE) EBM FC &SRO #RH

9.5ys start configuration
6.5ys date and time configuration
Please enter your choice:6

Current date:11/10/2003 16:30:23 GHT -1.

a. Exit Date/Time N
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:1
Enter new data and time:01/14/2004 89:28:50
Current date:B01/14/2004 09:28:50 GHT -1.

a. Exit Date/Time
1. Change Date and Time.{(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:?

Enter new Zone:8
Current date:01/14/2084 09:29:31 GHT 8.

0. Exit Date/Time
1. Change Date and Time.(MM/DD/YYYY HH:MM:SS)
2 Change Time Zone.

Please enter vour choice:

FEREA 0:26:34 ANSTW  [98008-N-1 [SCROLL (GRS m [E[FTED

) 1
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0.exit date/time ,enter the main configuration menu.

¢ 1-9600 - FBLHEERE -
D @ED BEW G D )
=)

Please enter vour choice:1
Enter new data and time:01/14/2004 89:28:50
Current date:B81/14/2004 09:28:50 GHT -1.

a. Exit Date/Time
1. Change Date and Time.{(MM/DD/YYYY HH:MM:SS)
2. Change Time Zone.

Please enter vour choice:?
Enter new Zone:8
Current date:01/14/2004 09:29:31 GHT 8.

0. Exit Date/Time
1. Change Date and Time.{(MM/DD/YYYY HH:MM:SS)
p Change Time Zone.

Please enter your choice:B

B.Exit Setup
1.Network configuration
2.NMS configuration
3.Trap host configuration
4 . Ippowerpro server configuration
9.5us start configuration %
6.5ys date and time configuration
Please enter vour choice:

[EER 02708 ANSTW [9e008-N-1 [SCROLL (GRS m [E[FTED

) 1

Now, and shoud save the setting.

4.1.8. save and reboot

You must save after setting! There are three ways save reboot for Netmatell :
2. to use for this session; 3. save 4. save and reboot .and the “1. to ignore changes;’

)

is mean give up the save.
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D &3 Drﬁl‘

admin
Password:

Exit Setup

.Network configuration

.NHS configuration

.Trap host configuration

.Sys date and time configuration
.Ippowerpro server configuration
.Sys start configuration

.Sus update

.Dev protocol configuration
Please enter vour choice:B

-l

=xx WARMING === Configuration changed
1 to ignore changes, 2 to use for this session, 3 save, & save and reboot:

B 0:00:40 EHehigil | 9800 5-H-1 CROLL AES O m

now, all the setting have completed.

4.2. Telnet remote network configuration

Netmatell can throught telnet to configure,this configuration is like to the super terminal.
Select “start” ---“run” ,and inset “telnet IP address” in the window, as follows:

2

IERAER. Ik, I%E‘E Internet S{ER:E
& s Windows FAEITHE

¥I}FQ1):|te1net 192 16G. 0. 22 |

3

BE | wke.. |

Press the “enter”button, as the following drawing:
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o8 G WINNT  System32' telnet.exe

e
Uerzion:netmatecfg verd.d CUS Source Uer:SRevision: 1.2 %
Update date-Jan 6 2884 21:11:16 IP:192_168_.08.22

login:

Like the configuration of the super terminal ,insert the user name and password,you can enter the Netmatell main

configure menu, as follows:

o8 G WINNT  System32' telnet.exe

e
Uerzion:netmatecfg verd.d CUS Source Uer:SRevision: 1.2 %
Update date-Jan 6 2884 21:11:16 IP:192_168_.08.22

login: admin

Password:

B.Exit Setup

1.Metwork configuration

2.HM5 configuration

3.Trap host configuration

4 _Ippowerpro server configuration

5.8%y=z start configuration

6.5y=z date and time configuration
Pleaze enter your choice:
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4.3, Web browser configuration

Netmatell supports the HTTP network protocol , you are able to deploy very easy to be more entire by Web browser (as
Microsoft Internet Explorer and Netscape) , we take IE for example here.
Open a IE window , input  the current IP of Netmatelite ,then click “enter” (leaving the factory :192.168.0.100), will pop

one "importing network password " window , as follows:

(- ][]
:r

Ore- O [H @G P Jruex @
it - | v @ Dwa wEE >

FEEH 192. 168. 0. 100

13 tEantrasnss @)

=

In this window, you need input the user name and the password ( leaving the factory: user name: admin; password:
admin)
You can enter the home page of Netmatell after you input correct user name and password.as follows:
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- [ PowerNonitor———— — Nicrosoft Internet Ezplorer

THD GED SEW 4@w TEO BB
Qre- Q ¥ [@ G L= shvm= @ -2 = -

EEX
,lfr

RICHCOMM

Bl p1921680100
-

=
Status [nouiry

77 Paiameter Selting

™ Remote Control Input Voltage 220.00 ¥

History Record Frequency 5000 Hz
&7 Sustem Help

Battery Voltage Battery Content UFS Temperature
200V 10000 % 30,50 C(26.9 F)

0.00c 0.00% oooc

Copyright@Richeonm Systen Technologies Co.,Ltd , all rights reserved

Y
ogin User adnin Operate Anthorization: Manage T ¢

Current Running Status

A Comngetion Status g UPS Ouline Working Statns —
AC St Ay AC Normal Battery Status L”‘
Switch Status g e St Testing Status u
UFS Status g TIPS Mol Beep Status E

Hibk @) - ‘@hltp.fﬁlgz 168. 0. 100/ indexnet. asp v @ e mE > &

Netmate Ver2.0

Output Voltage 220007
Chntpnt hax Voltage 220,00 ¥
Coutpt Win Voltage 220 00 ¥
Churrent Load 500%

Enrvirommnent Texapefiture! Exvironment Huicity] Brsriromenent Terupersture Environent Hureidity
0.00%

Hormal Work

Battery Nomual

o Test

Eeeper Tum Off

&=

And then you can refer the system help to configure it.

Richcomm System Technologies Co., LTD

@ Internet

Address: 1/F(M), Building A, Tianchang Commercial Park, 393 Zhongshan Dadao(M),

Tianhe District, Guangzhou, China.

TEL: (86)20-82329896/82329869/82321515/82321516

FAX: (86)20-82306916

PC: 510660

URL:http://www.richcomm.com.cn

E-mail:Service@richcomm.com.cn
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