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Опис продукту:
Гібридна система накопичення енергії EverGEN Solar серії ESS - 
це комплексна система накопичення енергії, яка інтегрована з 
гібридним інвертором, батареєю LiFePO4 з тривалим терміном 
служби, модулем моніторингу та розподілом електроенергії. 

Завдяки інноваційній модульній та штабельній конструкції, серія 
EverGEN Solar ESS може заощадити більше 50% часу на 
встановлення та заощадити більше місця. Систему легше 
розширювати, ніж традиційні сонячні системи, оскільки вона є 
більш компактною та легкою у використанні, ніж традиційні 
сонячні системи.  

Крім того, до EverGEN Solar ESS можна підключити двосторонній 
вхід, фотоелектричний вхід та вхід змінного струму. Вона може 
повністю використовувати сонячну енергію 24/7, щоб назавжди 
знизити витрати на електроенергію до 100%.

Working Principle:

Ever GEN Solar ESS

Load

Solar Power

Utility Power

Benefit:

 Fully utilize solar power supply, saving up to 100% of 

electricity bills.

 Modular and stackable design, easy to install, saving 

50% of installation time.

 Intelligent remote monitoring, checking system 

information through mobile&PC.

 High quality LiFePO4 batteries, 6000 cycle time at 

80% DOD.

 24/7 uninterrupted power supply.

 Intelligent and visualized energy management.

 Support expansion to 10 battery modules, up to 

51.2kWh.

EGS5K-5E Pro EGS5K-10E Pro EGS5K-15E Pro EGS5K-20E Pro

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Width 600mm 600mm 600mm*2 600mm*2

Deepth 260mm 260mm 260mm 260mm

Height 1054mm 1634mm 1054mm 1634mm

Weight 81kg 142kg 209kg 270kg

Cooling Method

Output THDi

EP-48100 EP-48100 EP-48100 EP-48100

100Ah 100Ah 100Ah 100Ah

1 2 3 4

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Battery Voltage 51.2VDC

Battery Quantity

Energy Capacity

Cycle Life ≥ 6000 cycles@80% DOD

Max. Battery to Load Efficiency 94%

Battery Specification

Battery Model

Norminal Capacity

Transfer Time ＜20ms

<3%

Max. PV to Load Efficiency 97%

Max. AC Charging Current 80A

Power Factor 1.0

Norminal Output Wave Form Pure Sine Wave

AC Input Voltage 90Vac to 280Vac

AC Output Voltage 230Vac

Rated Frequency 50 / 60Hz

Rated AC Output Power 5000W

Surge AC Output Power 5000VA

DC Input Voltage 5000VA

Number of MPPTs 1

Number of Strings per MPPT 1

Inverter Specification

Recommend PV Input Voltage 360VDC

MPPT Voltage Range 120 to 450VDC

Max. PV Charging Current 80A

PV String Input Specification

Max. PV Input Power 5000W

Max. PV Input Voltage 500VDC

Operating Altitude 2000m

Protection Degree IP21

Fans

System Dimension

Storage Temperature -30℃ to 70℃

Remote Monitoring WiFi & APP

Relative Humidity 0~95%(no condensation)

Max. PV Charging Current 80A

Max. Total Charging Current 80A

Operating Temperature -20℃ to 50℃

Energy Capacity Range

Battery Type Lithium Ion Battery (LFP, Lithium Iron Phosphate Technology)

Max. AC Charging Current 80A

Model

System Specification

Rated AC Output Power 5000W

Nigeria | 5kWh EverGEN Solar energy storage system 
with solar panels were installed for residential use.
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EverGEN Solar series hybrid ESS is a complete energy storage 

system that integrated with hybrid inverter, long life LiFePO4

battery, monitoring module and power distribution. 

Adopts the innovative modular and stackable design, EverGEN 

Solar series ESS can save more than 50% installed time and 

saving more space and is more easy expand than the 

traditional solar systems. In addition, the EverGEN Solar ESS 

can be connected 2ways input, PV&AC input. It can fully utilize 

the solar power 24/7 to help you permanently reduce energy 

costs by up to 100%.

Розумна універсальна система накопичення енергії 
для житлових будинків
Універсальний та розумний спосіб зберігати енергію для сучасного життя

Розумна універсальна система накопичення енергії 
для житлових будинків
Універсальний та розумний спосіб зберігати енергію для сучасного життя
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Розумніше: 

Простіше:

Безпечніше:

 Високоякісні батареї LiFePO4, більше 6000 циклів при 80% DOD;
 Надійне живлення: безперебійне живлення 24/7;
 Інтелектуальна BMS, безпечніша та розумніша;
 Вбудований пожежобезпечний модуль;
 Сертифіковано за стандартами IEC62619, CE, RoHS, UN38.3 

тощо. 

 Перегляд даних у реальному часі на мобільному та ПК через 
модуль WiFi;

 Підтримка зв'язку з BMS літієвої батареї;
 4,3-дюймовий сенсорний екран, інтелектуальне візуалізоване 

управління енергоспоживанням;
 Зручне налаштування РК-дисплея в реальному часі. 

 100% сонячна енергія: економія до 100% на рахунках за 
електроенергію;

 Високоінтегрована конструкція: plug & play, простіша в 
установці;

 Модульна конструкція, що дозволяє економити 50% часу на 
встановлення;

 Легше розширювати: підтримка розширення до 10 батарей; 
модулів до 51,2 кВт*г. 

EverGEN Solar Series Energy Storage Solution

Велика кількість інженерних проектів

Філіппіни Система накопичення енергії EverGEN Solar потужністю 
10 кВт*год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції. 

Філіппіни | Сонячна система накопичення енергії EverGEN потужністю 
10 кВт*год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції.

Філіппіни | Сонячна система накопичення енергії EverGEN потужністю 
10 кВт*год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції.

Філіппіни | Сонячна система накопичення енергії EverGEN потужністю 
10 кВт*год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції.

Кенія | Система зберігання енергії EverGEN Solar на 10 кВт*год 
(EGS5K-10E Pro) була встановлена для 5 кімнат вілли.

Філіппіни | Сонячна система накопичення енергії EverGEN потужністю 
10 кВт*год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції.

Філіппіни | Сонячна система накопичення енергії EverGEN потужністю 
10 кВт*год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції.

Філіппіни | Сонячна система накопичення енергії EverGEN потужністю 
10 кВт/год.
(EGS5K-10E Pro) була встановлена для проекту житлової сонячної 
електростанції.

Working Principle:

Ever GEN Solar ESS

Load

Solar Power

Utility Power

Benefit:

 Fully utilize solar power supply, saving up to 100% of 

electricity bills.

 Modular and stackable design, easy to install, saving 

50% of installation time.

 Intelligent remote monitoring, checking system 

information through mobile&PC.

 High quality LiFePO4 batteries, 6000 cycle time at 

80% DOD.

 24/7 uninterrupted power supply.

 Intelligent and visualized energy management.

 Support expansion to 10 battery modules, up to 

51.2kWh.

EGS5K-5E Pro EGS5K-10E Pro EGS5K-15E Pro EGS5K-20E Pro

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Width 600mm 600mm 600mm*2 600mm*2

Deepth 260mm 260mm 260mm 260mm

Height 1054mm 1634mm 1054mm 1634mm

Weight 81kg 142kg 209kg 270kg

Cooling Method

Output THDi

EP-48100 EP-48100 EP-48100 EP-48100

100Ah 100Ah 100Ah 100Ah

1 2 3 4

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Battery Voltage 51.2VDC

Battery Quantity

Energy Capacity

Cycle Life ≥ 6000 cycles@80% DOD

Max. Battery to Load Efficiency 94%

Battery Specification

Battery Model

Norminal Capacity

Transfer Time ＜20ms

<3%

Max. PV to Load Efficiency 97%

Max. AC Charging Current 80A

Power Factor 1.0

Norminal Output Wave Form Pure Sine Wave

AC Input Voltage 90Vac to 280Vac

AC Output Voltage 230Vac

Rated Frequency 50 / 60Hz

Rated AC Output Power 5000W

Surge AC Output Power 5000VA

DC Input Voltage 5000VA

Number of MPPTs 1

Number of Strings per MPPT 1

Inverter Specification

Recommend PV Input Voltage 360VDC

MPPT Voltage Range 120 to 450VDC

Max. PV Charging Current 80A

PV String Input Specification

Max. PV Input Power 5000W

Max. PV Input Voltage 500VDC

Operating Altitude 2000m

Protection Degree IP21

Fans

System Dimension

Storage Temperature -30℃ to 70℃

Remote Monitoring WiFi & APP

Relative Humidity 0~95%(no condensation)

Max. PV Charging Current 80A

Max. Total Charging Current 80A

Operating Temperature -20℃ to 50℃

Energy Capacity Range

Battery Type Lithium Ion Battery (LFP, Lithium Iron Phosphate Technology)

Max. AC Charging Current 80A

Model

System Specification

Rated AC Output Power 5000W

Nigeria | 5kWh EverGEN Solar energy storage system 
with solar panels were installed for residential use.
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EverGEN Solar series hybrid ESS is a complete energy storage 

system that integrated with hybrid inverter, long life LiFePO4

battery, monitoring module and power distribution. 

Adopts the innovative modular and stackable design, EverGEN 

Solar series ESS can save more than 50% installed time and 

saving more space and is more easy expand than the 

traditional solar systems. In addition, the EverGEN Solar ESS 

can be connected 2ways input, PV&AC input. It can fully utilize 

the solar power 24/7 to help you permanently reduce energy 

costs by up to 100%.



Схема системи:
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EverGEN Solar Series Energy Storage Solution

Модуль WiFi

РК-дисплей

Гібридний інверторний модуль

5,12кВт*г 
Акумуляторний модуль LiFePO4

5,12кВт*г
Акумуляторний модуль LiFePO43
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Мережа змінного струму EGS

Сонячна енергія

Working Principle:

Ever GEN Solar ESS

Load

Solar Power

Utility Power

Benefit:

 Fully utilize solar power supply, saving up to 100% of 

electricity bills.

 Modular and stackable design, easy to install, saving 

50% of installation time.

 Intelligent remote monitoring, checking system 

information through mobile&PC.

 High quality LiFePO4 batteries, 6000 cycle time at 

80% DOD.

 24/7 uninterrupted power supply.

 Intelligent and visualized energy management.

 Support expansion to 10 battery modules, up to 

51.2kWh.

EGS5K-5E Pro EGS5K-10E Pro EGS5K-15E Pro EGS5K-20E Pro

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Width 600mm 600mm 600mm*2 600mm*2

Deepth 260mm 260mm 260mm 260mm

Height 1054mm 1634mm 1054mm 1634mm

Weight 81kg 142kg 209kg 270kg

Cooling Method

Output THDi

EP-48100 EP-48100 EP-48100 EP-48100

100Ah 100Ah 100Ah 100Ah

1 2 3 4

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Battery Voltage 51.2VDC

Battery Quantity

Energy Capacity

Cycle Life ≥ 6000 cycles@80% DOD

Max. Battery to Load Efficiency 94%

Battery Specification

Battery Model

Norminal Capacity

Transfer Time ＜20ms

<3%

Max. PV to Load Efficiency 97%

Max. AC Charging Current 80A

Power Factor 1.0

Norminal Output Wave Form Pure Sine Wave

AC Input Voltage 90Vac to 280Vac

AC Output Voltage 230Vac

Rated Frequency 50 / 60Hz

Rated AC Output Power 5000W

Surge AC Output Power 5000VA

DC Input Voltage 5000VA

Number of MPPTs 1

Number of Strings per MPPT 1

Inverter Specification

Recommend PV Input Voltage 360VDC

MPPT Voltage Range 120 to 450VDC

Max. PV Charging Current 80A

PV String Input Specification

Max. PV Input Power 5000W

Max. PV Input Voltage 500VDC

Operating Altitude 2000m

Protection Degree IP21

Fans

System Dimension

Storage Temperature -30℃ to 70℃

Remote Monitoring WiFi & APP

Relative Humidity 0~95%(no condensation)

Max. PV Charging Current 80A

Max. Total Charging Current 80A

Operating Temperature -20℃ to 50℃

Energy Capacity Range

Battery Type Lithium Ion Battery (LFP, Lithium Iron Phosphate Technology)

Max. AC Charging Current 80A

Model

System Specification

Rated AC Output Power 5000W

Nigeria | 5kWh EverGEN Solar energy storage system 
with solar panels were installed for residential use.
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EverGEN Solar series hybrid ESS is a complete energy storage 

system that integrated with hybrid inverter, long life LiFePO4

battery, monitoring module and power distribution. 

Adopts the innovative modular and stackable design, EverGEN 

Solar series ESS can save more than 50% installed time and 

saving more space and is more easy expand than the 

traditional solar systems. In addition, the EverGEN Solar ESS 

can be connected 2ways input, PV&AC input. It can fully utilize 

the solar power 24/7 to help you permanently reduce energy 

costs by up to 100%.



Технічні характеристики

EverGEN Solar Series Energy Storage Solution

Shenzhen EverExceed Industrial Co., Ltd

Ном. вихідна потужність AC 5000Вт

Діапазон енергоємності 5,12кВт*г 10,24кВт*г 15,36кВт*г 20,48кВт*г

Тип батареї Літій-іонна батарея (LFP, літій-залізо-фосфатна технологія)

Макс. струм заряду AC 80A

Макс. струм заряду PV 80A

Макс. загальний струм заряду 80A

Температура експлуатації

Температура зберігання

Дистанційний моніторинг Wi-Fi та додаток

Відносна вологість 0~95% (без конденсації)

Робоча висота над рівнем моря 2000м

Ступінь захисту IP21

Габаритний розмір
системи

Ширина 600мм 600мм 600мм 600мм

Глибина 260мм 260мм 260мм 260мм

Висота 860мм 1240мм 1620мм 2000мм

Вага 71кг 121кг 171кг 221кг

Спосіб охолодження Вентилятори

Максимальна вхідна потужність PV 5000Вт

Максимальна вхідна напруга PV 500В DC

Рекомендована вхідна напруга PV 360В DC

Діапазон напруг MPPT від 120 до 450В DC

Максимальний струм PV заряду 80A

Кількість MPPT 1

Ном. вихідна потужність AC 5000Вт

Вхідна напруга AC від 90В до 280В

Вихідна напруга AC 230В

Номінальна частота 50 / 60Гц

Макс. зарядний струм AC 80A

Коефіцієнт потужності 1,0

Форма хвилі Чиста синусоїда

Час переключення

Вихідний THDi <3%

Макс. еф. PV по відношенню до навантаж. 97%

Макс. ККД батареї до навантаження

Модель EGS5K - 5E Pro EGS5K - 10E Pro EGS5K - 15E Pro EGS5K - 20E Pro

Технічні характеристики

Технічні характеристики вводу ланцюга PV

Технічні характеристики інвертора

Технічні характеристики акумулятора

Захист

94%

Номінальна ємність 100Aг 200Aг 300Aг 400Aг

Напруга акумулятора 51,2В DC

Кількість акумуляторів 1 2 3 4

Енергетична ємність 5,12кВт*г 10,24кВт*г 15,36кВт*г 20,48кВт*г

Циклічний ресурс ≥ 6000 циклів при 80% DOD

Захист від короткого замикання Є

Захист від перевантажень Є

Захист від перегріву Є

Захист від висок./низького рівня напр. АКБ Є

Захист від висок./низької вхідної напр. AC Є

від -20°C до 50°C

від -30°C до 70°C

＜15мс

Working Principle:

Ever GEN Solar ESS

Load

Solar Power

Utility Power

Benefit:

 Fully utilize solar power supply, saving up to 100% of 

electricity bills.

 Modular and stackable design, easy to install, saving 

50% of installation time.

 Intelligent remote monitoring, checking system 

information through mobile&PC.

 High quality LiFePO4 batteries, 6000 cycle time at 

80% DOD.

 24/7 uninterrupted power supply.

 Intelligent and visualized energy management.

 Support expansion to 10 battery modules, up to 

51.2kWh.

EGS5K-5E Pro EGS5K-10E Pro EGS5K-15E Pro EGS5K-20E Pro

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Width 600mm 600mm 600mm*2 600mm*2

Deepth 260mm 260mm 260mm 260mm

Height 1054mm 1634mm 1054mm 1634mm

Weight 81kg 142kg 209kg 270kg

Cooling Method

Output THDi

EP-48100 EP-48100 EP-48100 EP-48100

100Ah 100Ah 100Ah 100Ah

1 2 3 4

5.12kWh 10.24kWh 15.36kWh 20.48kWh

Battery Voltage 51.2VDC

Battery Quantity

Energy Capacity

Cycle Life ≥ 6000 cycles@80% DOD

Max. Battery to Load Efficiency 94%

Battery Specification

Battery Model

Norminal Capacity

Transfer Time ＜20ms

<3%

Max. PV to Load Efficiency 97%

Max. AC Charging Current 80A

Power Factor 1.0

Norminal Output Wave Form Pure Sine Wave

AC Input Voltage 90Vac to 280Vac

AC Output Voltage 230Vac

Rated Frequency 50 / 60Hz

Rated AC Output Power 5000W

Surge AC Output Power 5000VA

DC Input Voltage 5000VA

Number of MPPTs 1

Number of Strings per MPPT 1

Inverter Specification

Recommend PV Input Voltage 360VDC

MPPT Voltage Range 120 to 450VDC

Max. PV Charging Current 80A

PV String Input Specification

Max. PV Input Power 5000W

Max. PV Input Voltage 500VDC

Operating Altitude 2000m

Protection Degree IP21

Fans

System Dimension

Storage Temperature -30℃ to 70℃

Remote Monitoring WiFi & APP

Relative Humidity 0~95%(no condensation)

Max. PV Charging Current 80A

Max. Total Charging Current 80A

Operating Temperature -20℃ to 50℃

Energy Capacity Range

Battery Type Lithium Ion Battery (LFP, Lithium Iron Phosphate Technology)

Max. AC Charging Current 80A

Model

System Specification

Rated AC Output Power 5000W

Nigeria | 5kWh EverGEN Solar energy storage system 
with solar panels were installed for residential use.

ENERGY STORAGE SOLUTION
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EverExceed | A global leading provider of energy storage system with 20+ years battery manufacturing experience.  

WiFi Module

LCD Display

Hybrid Inverter Module

5.12kWh 
LiFePO4 Battery Module

5.12kWh 
LiFePO4 Battery Module
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EverGEN Solar series hybrid ESS is a complete energy storage 

system that integrated with hybrid inverter, long life LiFePO4

battery, monitoring module and power distribution. 

Adopts the innovative modular and stackable design, EverGEN 

Solar series ESS can save more than 50% installed time and 

saving more space and is more easy expand than the 

traditional solar systems. In addition, the EverGEN Solar ESS 

can be connected 2ways input, PV&AC input. It can fully utilize 

the solar power 24/7 to help you permanently reduce energy 

costs by up to 100%.




